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The aim of this thesis is to go a step forward in the use of Terahertz 
(THz) technology within the field of imaging applications. Nowadays, THz 
radiation appears as a very interesting frequency range to obtain images, as 
related in the numerous publications. Conversely, although there are 
several examples of imaging in this range, it is still not possible to identify 
the material that it is imaged. That is why one of the objectives of this thesis 
will be to add new materials to the actual database. Thus, several systems 
have been implemented to characterize materials in the range of THz for 
this dissertation.  
Due to these reasons, a THz imaging system that allows to obtain 
images for this dissertation has been developed. Thus, the first section of 
the thesis is focused on the implementation of that system. The design uses 
a network analyzer as emitter/detector of THz radiation and it measures the 
magnitude and/or phase of the detected signal in transmission and/or 
reflection configuration, in frequency and/or time domain. Furthermore, this 
design allows to control other imaging parameters, such as resolution, 
bandwidth or imaging time.  
Second part of the thesis is focused in the identification of the material 
detected by the imaging system. First of all, the parameters used for the 
characterization are defined: Permittivity (or dielectric constant), refractive 
index, absorption coefficient and absorbance. Once they have been defined, 
some theoretical models to calculate those parameters are descripted. 
These models are: a model for (electrically) thick samples with one 
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interface, a model for (electrically) thin samples with two interfaces and a 
ellipsometry model. Note that the model for thin samples is further 
expanded as the sample can be composed by only one material, powder 
sample or a dissolute sample.  
Several characterization systems based on these models have been 
implemented. In particular, a system able to measure thick sample in 
reflection configuration and based on a network analyzer, an ellipsometer 
and a time-domain spectrometer (a commercial THz-TDS used as a 
reference). In order to show the capabilities of those systems, several 
explosives (TNT, RDX, PETN, mine gunpowder and bullet gunpowder) have 
been characterized before detonation. It is important to remark that, for the 
first time, mine gunpowder has been measured in this thesis. Furthermore, 
also for the first time, TNT, RDX and PETN have been characterized after 
the detonation process. Thus, these explosives can be identified after a 
terrorist action. Finally, for the sake of comparison of THz-TDS and 
ellipsometry methods, the refractive index of the explosives has been 
obtained with both systems.  
To conclude with the second part, some applications for agriculture, 
food industry and security and defense sectors are commented. For 
agriculture applications, a preliminary study to check the capabilities of the 
THz images to measure the water content level in transmission and 
reflection configuration during three days are presented. Those variations 
are not detected by human eye inspection but they are clearly identified in 
the THz range. Secondly, a study for a quality control system for food 
industry is described. It detects glass, metal, paper or plastic parts inside 
the production chain also in transmission and reflection configuration. 
Finally, a study (using the THz-TDS) focused on the influence of the 
additives and the manufacturing process in the absorbance of explosives is 
performed.  
Third part of this dissertation presents the design, fabrication and 
measurement of a dual band detector operating at IR and THz frequencies. 
This device is based on Fresnel zones theory; a spiral antenna with the 
objective of measure, in the same device and at the same time, at 0.427 
THz (THz frequency range) and 25 THz (IR range) has been developed. It is 
important to remark that, due to the use of Fresnel Zones, an improvement 




As a result of this dissertation, an article in an international journal has 
been published and two more are under review. Furthermore, 7 
communications have been presented in international conferences and 
three more in national conferences.  
  





Con esta tesis se pretende avanzar en el desarrollo de la tecnología 
de Terahercios (THz) dentro del campo de las aplicaciones de imagen. 
Actualmente, los THz se presentan como un rango frecuencial muy 
interesante para la obtención de imágenes, tal y como se ve reflejado en los 
numerosos trabajos presentes en la literatura. Por otro lado, aunque se han 
obtenido cuantiosas imágenes en este rango, aun no es posible identificar 
el material que compone la muestra. Es por esto que uno de los objetivos 
de esta tesis es completar las bases de datos de materiales existentes 
actualmente. Para ello, se han implementado diferentes sistemas que 
permiten la caracterización electromagnética de diferentes materiales en el 
rango de los THz. 
Debido a estas razones, se hizo prioritario disponer de un sistema de 
imagen en THz con el fin de obtener imágenes para el resto de la tesis. Por 
ello, la primera parte se centra en la implementación de dicho sistema. El 
diseño usa un analizador de redes como emisor/detector y es capaz de 
medir tanto en transmisión como en reflexión proporcionando la magnitud 
y/o fase de la señal detectada, en el dominio del tiempo y/o de la 
frecuencia. Además de estas configuraciones, también es posible actuar 
sobre otros parámetros que influyen en el proceso de adquisición o en la 
calidad de la propia imagen, como son la resolución, el ancho de banda de 
trabajo o el tiempo invertido en la toma de imágenes. 
La segunda parte de la tesis se centra en la identificación de los 
materiales detectados con el sistema de imagen. Para ello, se definen los 
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parámetros electromagnéticos con los que se van a caracterizar las 
muestras. Estos son permitividad (o constante dieléctrica), índice de 
refracción, coeficiente de absorción y absorbancia. Una vez definidos los 
parámetros, se describen diversos modelos teóricos que calculan dichos 
parámetros en función del tipo de muestra: modelo para una muestra 
gruesa (comparada con la longitud de onda) con una única interfaz, modelo 
para una muestra fina (también comparada con la longitud de onda) con 
dos interfaces y un modelo para elipsometría. Cabe destacar que en el 
caso del modelo para una muestra fina, se especifican modelos más 
detallados en función de la composición de la muestra: el primer caso 
describe la muestra formada por un único material, el segundo se emplea 
para muestras en polvo y el último para muestras en disolución. 
Una vez completados los modelos teóricos, se han implementado 
varios sistemas de medida que se basan en ellos. En particular, se describe 
un sistema capaz de medir muestras gruesas en reflexión y que se basa en 
un analizador de redes, un elipsómetro y un espectrómetro en el dominio 
del tiempo (THz-TDS, un sistema comercial que se utiliza como referencia). 
Para demostrar las capacidades de estos sistemas, se han caracterizado 
numerosos explosivos (TNT, RDX, PETN, pólvora de mina y pólvora de 
munición) antes de ser detonados. Es importante destacar que, por vez 
primera, en esta tesis se muestra la caracterización de la pólvora de mina 
en este rango. Es más, también por primera vez, los explosivos TNT, RDX 
y PETN se han caracterizado una vez detonados, lo que permite que sean 
identificados después de una acción terrorista. Finalmente, con el objetivo 
de comparar dos técnicas (THz-TDS y elipsometría), los explosivos han 
sido caracterizados con su índice de refracción en ambos sistemas. 
Para concluir esta segunda parte, se han presentado varias 
aplicaciones de un sistema de THz centradas en la agricultura, la industria 
alimentaria y seguridad y defensa. Para un sistema con aplicación en la 
agricultura, se presenta un estudio preliminar de las capacidades de los 
THz para medir pequeñas variaciones del contenido en agua de una planta, 
tanto en transmisión como en reflexión, a lo largo de tres días. Estos 
cambios no son apreciables por el ojo humano, pero son claramente 
identificables en el rango de los THz. Para la industria alimentaria, el 
estudio se basa en el uso de THz para un sistema de control de calidad que 
detecte posibles cuerpos extraños, como vidrio, plástico metal o papel en la 
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cadena de producción. Al igual que en el caso anterior, se muestran 
resultados en transmisión y reflexión. Por último, se estudia la influencia de 
los aditivos y del proceso de fabricación en la absorbancia de los 
explosivos, mediante técnicas espectroscópicas. 
Finalmente, la tercera parte de este trabajo presenta el diseño, 
fabricación y medida de un receptor que trabaja tanto en la banda de IR 
como en la banda de THz. Este detector se basa en la teoría de las zonas 
de Fresnel para diseñar una antena espiral y opera en el rango de los THz 
(0.427 THz) y en IR (25 THz), con el objetivo de proporcionar información 
complementaria en el mismo tiempo de observación. Además, debido al 
uso de las zonas de Fresnel, se consigue un aumento (en un factor 4.5) de 
Ganancia en la banda de IR. 
Como resultado de este trabajo se ha publicado 1 artículo en una 
revista internacional, y 2 más están en proceso de revisión. Se han 
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In this chapter, an introduction about THz technology is presented. 
Firstly, a short review about how to generate and detect THz waves is 
commented. Secondly, actual and promising applications for this frequency 
range are related. Finally, the scope of this dissertation is described.  
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I.1.-Background 
The Terahertz region in the electromagnetic spectrum includes the 
range between the Microwaves and the Infrared (Fig. 1.1). Due to the 
situation in between the microwave frequency range and the optical 
techniques, THz frequency range provides the possibility of join the 
applications of both domains [Mittleman2003].  
Note that also, ranges of the electromagnetic spectrum are named by 
its wavelength. In this case, the THz range also includes the submillimeter 
waves range as wavelengths change from 30 µm to 3 mm. 
 
 
Fig. 1.1. Terahertz frequency range 
 
The high operational frequency comparing with microwave, and the 
large wavelength comparing with the IR have focused the problem in how to 
generate and detect THz radiation due to the huge difficulty in finding 
sources and detectors working at these frequencies (1960s) [Abita1990]. 
Therefore, THz system did not come into popular used until 1970s 
[Chan2007] [Crowe2005].  
Thus, first efforts (1960s and 1970s) were focused in the development 
of suitable sources, sensitive detectors and other components for the 
manipulation of the radiation in this frequency range.  
The development of the far-infrarred gas laser and Schottky diode 
harmonic mixer in the mid-1970s inspired the first work in the THz image 
[Hartwick1976]. Unfortunately, these systems [Cheo1978] although suitable 
for laboratory demonstrations, were too complicate and specialized.  
At the same time, the development of high-power laser sources was 
opening up new possibilities for THz systems. In the early 1970s tunable 
far-infrared radiation by using the difference-frequency generation technique 
in non-linear crystal was developed [Auston1973] [Yang1973]. This work 
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was used as a first step for developing terahertz time domain spectroscopy 
(THz-TDS). Hu and Nuss reported the first images using a THz-TDS system 







Fig. 1.2. (a) THz Images obtained in different visibility condition, (b, left) 
photo of a Human tooth and (right) THz image of the same tooth, where the 
cavities are depicted in red color [Sim2009] (c, left) Photo of the heel of a shoe,  
and (c, center) the hole inside it which contains a blade and plastic explosive. On 
the right side is the THz image of the heel. 
 
The exploitation of sub-millimeter wave regime (THz frequencies) is a 
natural progression in the quest to expand our vision. There are frequency 
bands where attenuation is relatively low in both air and mist, making them 
good candidates for the development of imaging systems [Thrane1995]. For 
example, THz radiation is attenuated least a million times through clouds 
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and sandstorms that radiation to visible or infrared frequencies. In addition, 
the images obtained in this frequency range are affected minimally by the 
sun or artificial lighting. Therefore, these systems also operate at low/high 
visibility during the day or night. It is this ability that makes THz radiation the 
best candidate for imaging in most low visibility conditions [Peiponen2007]. 
These THz images have recently aroused, large interest 
[Mittleman1996] mainly created by the large number of applications 
[Chan2007] in which these frequencies could be used, including 
surveillance, precision targeting, navigation, aircraft landing, refueling in 
clouds (see Fig. 1.2a), search and rescue, metal detection, vision through 
fog, concealed weapons (Fig 1.2c) or explosives detection in airports and 
other locations [Liu2006], wound and dental inspection (Fig 1.2b), skin 
inspection [Guan2011] and melanoma cancer detection [Siegel2004], 




Fig. 1.3. (a) Security application for THz images [Appleby2004] and (b) Infrared 
thermography [Meditherm]. 
 
Applications related above are typically implement in the IR region or 
in the microwave range (see Fig 1.1). Thus, THz waves allow taking images 
different from the visible spectrum [Hunsche1998] [Mittleman2003] (see Fig. 
1.3). Also, the characterization of materials by spectrometry techniques is 
available, due to the wavelength size in the THz frequency range; instead of 
obtaining resonances by the atoms, in this range the resonances are 
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produced by the molecules (as the wavelength is larger than in the IR-UV 
range) [Beard2002]. 
Furthermore, typical submillimeter wave techniques, for 
emitter/receptor designing (based on multipliers or diodes), microwave 
imaging (see Fig. 1.4) [Bram2001] [Smith2001] [Martin2007] [May2009] or 
electromagnetic characterization (to obtain the parameters of the samples, 
such as refractive index or permittivity) can be used in this range 
[Martin1967] [Volk1985] [Volk1989] [Gum2009] to design THz 
sources/detectors, THz imaging and to characterize samples in this 
frequency range. It is important to remark that THz radiation is highly 
dependent on the water content that is why long distance communications 





Fig. 1.4. (a) Clinical photograph (up row) showing suspected basal cell 
carcinoma and THz image (bottom row) [Teraview] and (b) breast carnimona 
using millimeter wave imaging [Sciencecodex]. 
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I.2.-THz radiation: generation and detection schemes 
THz radiation can be generated (and detected) using optical 
techniques or millimeter-wave devices. This section is a short review of the 
THz generation and detection processes. 
 
I.2.1.-Optical techniques 
Photonic techniques are commonly used due to its high bandwidth 
available [Shen1976] [Fattinger1989] [Ferguson2002] [Lee2009]. As a 
function of the type of the sources uses for THz generation, pulsed signal or 
continuous wave signal will be obtained  [Lee2009] [Jansen2010]. Both 
techniques use a photoconductive antenna [Wu1996a] [Wu1996b] 
[Mittleman2003] [Lee2009] as an emitter which is based on the 
photoconductive Auston switch [Auston1983] [Auston1984]. 
The detection process of the THz radiation is usually based on 
photodiodes or diodes UTC, as it is related in [Mukherjee2008], [Lee2009] 
and [Nagatsuma2009]. These devices generate electrical current 
proportional to the level of THz radiation detected. Note that usually, a 
heterodyne detector is used. This detector will be explained in Section 




These techniques come from the microwave range. In that frequency 
range, it is very common to obtain higher (lower) frequencies using mixers 
and/or multipliers [Agilent][OML][VDI]. These devices transform the original 
low (high) frequency of the input signal to provide an output signal with 
higher (lower) frequency.  
Electronic mixers give the possibility of achieve a high/low frequency 
by mixing two different signals. One of these signals is typically provided by 
a local oscillator and it is a fixed frequency (f2). The second signal is the 
emitted/detected signal (f1). With the addition (subtraction) of both signals, a 
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higher (lower) frequency is obtained (Fig. 1.5). Note that if f1 is a ramp 
function, it is possible to cover a large bandwidth.  
 
 
Fig. 1.5. Schematic of a harmonic mixer 
 
Instead of using harmonic mixers, a sub-harmonic mixer can be used. 
Note that mixers provide a combination of multiple harmonic signals, such 
as nf1±mf2 to obtain higher (lower) frequencies. Typically, for the case of 
harmonic mixers, n=m=1 because the output signal has more power. Also, 
sub-harmonic mixers are used. In that case, n=2 and m=1 [Sierra2003]. The 
output signal has lower power, but its frequency is higher than in the case of 
harmonic mixers. 
The main problem of this technique is the difficulty of achieving very 
high frequencies (THz means 1012 cycles per second) by mixing low 
frequency signals (MHz or GHz). Other technique available in the 
microwave range is the use of multipliers. These devices are electronic 
circuits based on Schottky barrier diodes [Lee2009], in which the frequency 
of the output signal is the frequency of the input signal multiplied by factor 
(this factor depends on each multiplier). Thus, a higher frequency signal is 
obtained. Note that both devices (mixers and multipliers) can be used 
together to obtain THz radiation. 
 
I.2.2.2.-Detection schemes 
Several electronic-based detection techniques are available in the 
THz region based on antennas to collect the THz power into a detector 
8 New Developments in THz Field for Imaging Applications 
  
device [Sierra2003]. In this section, two of the most common techniques are 
introduced, homodyne and heterodyne detector.  
 
I.2.2.2.1.-Homodyne detector 
Direct detection (or homodyne detector) is the simplest technique 
(Fig. 1.6). It uses a Schottky barrier diode with a high cutoff frequency (1-10 
THz). The main difficult of this technique is the sensitivity of the diode at 
THz range (it limits the minimum power level of the detected signal). Due to 




Fig. 1.6. Direct detection scheme 
 
I.2.2.2.2.-Heterodyne Detector 
To increase the sensitivity of the detector, a heterodyne detection 
system can be implemented [Lee2009] [Nagatsuma2009]. This scheme 
uses a LO signal which gates the received signal and fixes the instants of 
detection (Fig. 1.7). Note that the received signal is mixed with LO signal 
and an intermediate-frequency signal (IF signal) is obtained. Filters and 






Fig. 1.7. Heterodyne detection scheme 
 
This technique provides higher sensitivity that can be further 
enhanced according to the type of diode used as detector. As a difference 
with the previous case, the LO signal provides a phase reference, that is 
why, power and phase measurements can be achieved using heterodyne 
detection. 
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I.3.-THz applications 
In this section, two important application fields of the THz radiation 
are introduced: THz imaging and electromagnetic characterization in the 
THz range. 
 
I.3.1- THz technology for imaging 
This frequency range allows a non-destructive (for instance, clothes 
are transparent to THz radiation. Thus, a THz image of a cover sample can 
be obtained), non-invasive (THz radiation can obtain a THz image from a 
security distance) and non-ionizing testing of the sample (unlike X-rays 
which emits ionizing radiation). 
 
 




Before the development of an imaging system for final applications, 
some tests at laboratory level have to be performed. The first THz imaging 
system, a time-domain spectrometer, was reported in 1995 [Hu1995] and it 
has been replicated several times [Mittleman1996] [Kindt1996] [Koch1998]. 
In this system, a THz pulse is emitted by the photoconductive antenna and 
focusing by optical elements (lenses or mirrors) into a sample (see Fig. 1.8). 
To map the whole sample, this one is moved by a positioning system. For 
each measured point in the sample, a pixel in the final image is obtained. A 
system similar to that illustrate in Fig. 1.8 was used in 1995 to obtain the 
first THz-TDS image of a leaf [Hu1995] which is depicted in Fig. 1.9. Note 
that, in this image the water content level is depicted due to the dependency 
of the THz radiation with the water content of the sample. 
 
 
Fig. 1.9. First THz-TDS images of a leaf. [Hu1995] 
 
In this figure it is possible to identify the leaf stack, veins and to study 
the water distribution inside the leaf due to the resolution achieved at this 
frequency range. Based on this high dependence of THz wave propagation 
on the water content, imaging in the THz wave range opens up new 
possibilities for non-destructive testing, imaging and sample characterization 
that can be used in industrial quality control processes and water content 
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detection in the agricultural and food industry [Parasoglou2009] 
[Federici2012].  
These transmission measuring systems provide an adequate 
technique for thin samples or low-attenuation (transparent) samples for THz 
radiation. It means that the main fraction of the incident power over the 
sample goes through the sample and arrives to the detector. When that 
power arrives, it has information about the sample and its electromagnetic 
parameters. On the other hand, if the sample is opaque (high attenuation) to 
THz radiation or it is (electrically) thick; another technique is required 
because the level of transmitted power that arrives to the detector is very 
low. Thus, a reflection measuring system can be implemented for this 
scenario. As a substitute of the transmitted power through the sample, the 
reflected power by the sample is used. As in the case of transmission 
images, the reflected power provides electromagnetic information of the 
sample under test and it can be used for imaging, too [Balanis1989]. 
Furthermore, besides of represent magnitude of the reflected THz 
pulse, the time delay between pulses can be depicted [Pradarutti2007]. 
Using this representation, an analysis of the thickness, or the changes in the 
refractive index (in the direction of propagation of the THz pulse) of the 
sample can be performed, as time delay information can be translated into 





Fig. 1.10. Measuring of a diskette using time-domain representation 
[Mittleman1997] 
 
Reflection technique allows measuring a sample using a simplified 
system comparing with transmission configuration, due to only a 
transmitter/receiver device is used. One of the most important limitations of 
this system is due to multipath and secondary reflected signals, but if the 
reflected signal is gated, a discrimination of the no-desired signal can be 
performed. 
In addition to these representation standards (transmission and 
reflection techniques), the polarization of the THz beam can be used for 
imaging. Although the use of polarization techniques has not yet become 
widespread in the THz community, this promising area is worth a brief 
comment. The THz beam generated by a typical photoconductive antenna 
is linearly polarized [Rudd2000] [Rudd2001]. Electro-optic generation 
provides higher polarization purity than photoconductivity antennas and 
also, extremely purely polarizer THz beams can be obtained using wire grid 
polarizers.  
On the other hand, control of the polarization can be quite challenging 
for anything other than pure linear polarization. However, linear polarization 
can provide a useful contrast mechanism in imaging [vdValk2005]. For 
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example, Fig. 1.11 shows terahertz transmission images of a plastic coin, 
illuminated with linearly polarized radiation.  
 
 
Fig. 1.11. Transmission images of a plastic coin illuminated with a linearly 
polarized terahertz beam. A Transmitted terahertz power parallel to the incident 
polarization, and C a photograph of the object. [vdValk2005]. 
 
The most common imaging system operates at only one frequency, in 
order to obtain a THz image in a short period of time [Lee2009]. The 
technology used for the generation/detection of the THz radiation can be 
optical or electric based [Peiponen2013] as both generation systems 
provides enough dynamic range at one single frequency. Some conditions 
of the final application (such as operational frequency) can take influence of 
the technology selection. Also, due to the requirements of the imaging 
applications, these systems can be designed for transmission/reflection 
configuration.  
THz imaging systems have been designed for industrial applications 
(non-destructive inspection), or security applications (drugs or weapons 
detection) [Peiponen2013]. In these situations, the main problem of those 
systems is to determinate the material that they are imaging. They can 
detect suspicious objects but they cannot identify them. (Identify refers to 
characterize a sample by its electromagnetic parameters to determinate the 
material) [Kemp2011]. Thus, a characterization system has be to 
implemented in that range. 
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In this dissertation, an active imaging system for the 0.09-0.50 THz 
frequency range has been implemented. It is based on a network analyzer 
and provides transmission and reflection images for this thesis.  
Furthermore, in order to improve the capabilities of the THz in the 
imaging field, a dual-band device based on Fresnel Theory has been 
designed in this thesis. This device works at THz frequencies and also in 
the IR range. Thus, it can be used as a front-end for an imaging application 
as it provides complementary information (THz and IR) at the same time.  
 
I.3.2- Electromagnetic characterization in the THz range 
The existence of molecular resonances in these frequencies has 
fostered the development of imaging and spectroscopy THz systems. These 
systems make use of the properties of the THz radiation (non-invasive, non-
ionizing and non-destructive) and these resonances to complement the 
electromagnetic characterization information at different frequency ranges 
(such as IR, UV or visible) by dealing with the electromagnetic 
characterization of different materials using THz-TDS or THz-ellipsometry. 
As a consequence, material databases at these frequencies become an 
important issue [Choi2004] [Ung2007] [Yan2008].  
 
 
Fig. 1.12. DNA absorption for a hybridized chain (red/green) or denatured chain 
(white) [Haring2000]. 
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This characterization is very important for the pharmaceutical industry 
to identify and differentiate drugs or medicines [Peiponen2013]. For 
instance, Fig. 1.12 shows the differences in absorption for hybridized chains 
and denatures chains of DNA. Furthermore, explosives and energetic 
compounds can be characterized in this frequency range opening new 
possibilities for security applications [Yamamoto2004] [Shen2004] 
[Naft2007] [Chen2007]. Finally, the determination of the parameters of the 
circuit substrates is a very important field for the development of new THz 
devices.  
These systems have been demonstrated to be very useful and 
interesting at laboratory level to characterize samples. On the other hand, 
the use of them out of the laboratory is, nowadays, a challenge [Kemp2011] 
as these systems are not able to identify materials.  
In this case, the bandwidth available is a very important parameter to 
characterize samples. As the THz system comes popular since 70’s, it is 
very essential to characterize materials in this frequency range to know their 
properties. Note that as each material presents a different frequency 
response, a large bandwidth is required to identify it. It is necessary to 
determinate the refractive index or the absorbance spectrum of the sample 
for the available bandwidth. Thus, the most common electromagnetic 
characterization systems are based on optical sources to generate the THz 
beam, as this generation technique provides large bandwidth. 
Furthermore, as polarization can be useful for imaging, as it has been 
introduced above, changes in this polarization can be used for 
electromagnetic characterization, as it is done in ellipsometry systems in the 
optical domain [Tomp2005]. This technique (ellipsometry) can be introduced 
in the THz domain, like spectrometry, to extend the possibilities of identify 
the sample under test. 
Thus, in this dissertation some THz electromagnetic characterization 
systems have been implemented to measure samples in the THz range. 
These systems are able to characterize thick samples based on the use of a 
network analyzer and an ellipsometry system. Those developed systems 
allow measuring the refractive index, permittivity and/or absorbance of the 
sample under test.  
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Several explosives have been characterized in the THz range using 
these systems. Those explosives are PETN, RDX, TNT, bullet gunpowder 
and mine gunpowder. Furthermore, PETN, RDX and TNT have been also 
measured after the detonation process. Note that detonated explosives and 
mine gunpowder have been characterized for the first time in this thesis. 
These measurements allow identifying several common explosives 
before or after a terrorist action and it can help in the counter terrorism fight.  
  
18 New Developments in THz Field for Imaging Applications 
  
I.4.-Scope of the thesis and survey of its contents  
This dissertation is focused in developing THz technology and 
contributes to go a step forward in the application field.  
The scope of the first section of the thesis is to implement a THz 
imaging system for the 0.090-0.500 THz band (Chapter II). The main 
remarkably difference of this imaging system is the operational bandwidth. 
Instead of taking images at only one frequency, the system can obtain THz 
images in a large bandwidth (Note that the system uses a network analyzer 
as emitter/detector of THz radiation). 
This configuration provides a high dynamic range with a very low 
sensitivity. In addition, it allows to measure at the same time power and 
phase of the THz signal. It is important to stand out that this system is able 
to take images in transmission and reflection configuration.  
This THz imaging system has been implemented to obtain THz 
images that they will be used in the next chapters. It has been designed in 
order to control all the parameters of the imaging acquisition process. 
Nowadays, imaging systems are focused on the detection of 
unwanted objects because they are not able to identify the material of those 
items (identify using their electromagnetic parameters, such as refractive 
index or absorbance). As it has been mentioned, to complete material 
databases in this frequency range is an important issue. That is why some 
electromagnetic characterization systems in the THz range have been 
developed for this dissertation. These systems have been designed for 
laboratory applications and they will be described in Chapter III. They have 
been used to characterize several samples in the THz range. It is important 
to remark that some explosives before and (for the first time) after the 
detonation have been characterized.  
Thus, a characterization system based on a network analyzer has 
been implemented. This system is able to measure in transmission and/or 
reflection configuration and also in frequency and time domain. Usually, it 
measures thick samples (electrical size). This system and its theoretical 
models are descripted in Chapter III. 
Moreover, the polarization of the detected signal plays an important 
role in characterization systems. Ellipsometry systems are based on the 
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polarization angle to identify thin samples by its refractive index. A large 
description of this system is commented in Chapter III where the description 
of the null-ellipsometry system designed in this thesis is allocated. Note that 
as a reference system, TPS Spectra 3000 from Teraview was used. This 
system is a commercial THz-TDS spectrometer which works in the range 
0.060-3.5 THz and measure in transmission/reflection configuration.  
Both systems (THz-TDS and ellipsometry) use a laser source and 
therefore, they are compared. The refractive index of some non-detonated 
explosives has been obtained using both systems. 
In order to show the images provided by the imaging system and 
some examples of the electromagnetic characterization systems (THz-TDS 
and ellipsometry), some applications of them are presented in Chapter IV. 
Firstly, an electromagnetic characterization of several non-detonated 
explosives has been performed using THz-TDS and the ellipsometry 
system. For the first time, mine gunpowder has been characterized in the 
THz range. Furthermore, in order to extend the actual databases, some 
explosives after the detonation process have been measured.  
Secondly, some examples in agriculture and food industries of the 
THz radiation are presented. In this case, THz systems demonstrate their 
capabilities to develop a water sensor or a quality control sensor in this 
frequency range.  
Finally, for the purpose of showing the capabilities of the THz range to 
join the THz waves and the IR frequencies, a dual-band detector for a THz-
IR system has been designed and manufactured in this dissertation. It is 
very important to remark that the joining of both frequency ranges in only 
one device provides new possibilities for imaging applications, where this 
device will be used as a front-end. 
This device works in the submillimeter wave range and in the IR 
range. Note that two detectors are used, one for the submillimeter wave 
range, and the second for the IR range. The main remarkable characteristic 
of the device is that the submillimeter wave antenna also works as a lens for 
the IR range. This device will be presented in Chapter V.  
The implemented characterization system for this dissertation have 
been demonstrate the capabilities of the THz radiation to detect and identify 
20 New Developments in THz Field for Imaging Applications 
  
unwanted or dangerous objects inside the sample under test, by the use of 
a non-invasive, non-destructive and non-ionizing radiation. Those 
techniques open new possibilities in agriculture, food industries or security 
and defense applications. 
The characterization of the energetic materials or explosives is a very 
important topic for counterterrorist fight. This thesis has characterized 
explosives before and, for the first time, after the detonation. The obtained 
results provide new possibilities to security forces to fight against terrorist 
actions.  
Finally, in this dissertation, a new dual-band device that works at THz 
frequencies and at IR range has been designed. This detector combines the 
measurements in the THz and the IR region at the same time. This allows to 
save measuring time and also to combines the imaging results at the same 






PARAMETERS FOR AN 
IMAGING SYSTEM 
OPERATING IN THE 0.09-
0.50 THz BAND  
In this chapter, the implementation of an imaging system and the 
definition of its main parameters are presented. The imaging system 
measures samples by THz inspection and it is based on a network analyzer 
as emitter/detector. Furthermore, frequency and time domain methods in 
transmission/reflection configuration are discussed to show the capabilities 
of each method. Finally, some imaging results in the frequency range from 
0.09 to 0.50 THz will be drawn.  
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II.1.- Introduction 
An active imaging system, based on a commercial network analyzer 
has been implemented to provide THz images in transmission and/or 
reflection for the frequency range 0.060-0.5 THz for this thesis 
This imaging system is based on electronic approach and it uses up 
converter mixers to reach the THz range from lower frequencies. The 
network analyzer provides a great dynamic range and a large bandwidth. 
Thus, active images have been taken due to the use of an external 
source (Network Analyzer) to emit power that impinges on the sample. The 
transmitted and reflected powers are also detected by the network analyzer. 
It is important to remark that for each single frequency, an image is 
obtained. 
For every pixel in the final image, a measure point has been recorded 
at each instant of time in all the frequency range by the network analyzer so 
a positioning system is used to move the sample. 
The resolution of the imaging system has been improved by a 
quasioptical setup which collimates the THz beam. These three main parts 
of the imaging system (Network Analyzer, positioning system and 
quasioptical setup) will be descripted and commented. 
This chapter is structured as follows. Section II lists the parameters 
taken into account to design and characterize the imaging system. Each 
sub-system of the global system is described in Section III. Section IV 
explains the method and the parameters measured with the Network 
Analyzer to obtain THz images while Section V summits the final 
characterization of the imaging system and Section VI presents several 
results obtained using the system. Finally, some conclusions about the use 
of the imaging system are commented in Section VII.  
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II.2.- Imaging Parameters 
In order to implement an imaging system based on a network 
analyzer, some important parameters have been defined so that in this 
subsection, a short description of every one will be related. 
 
II.2.1.- Spatial Resolution 
It is defined as the ability of an imaging system to resolve detail in the 
object that is being imaged. This parameter is used as the capability of the 
system to differentiate two objects [Peiponen2013]. 
Abbe Diffraction Limit [Abbe1873] fixes the minimum resolution of the 






Where  is the wavelength at central frequency,  is the refractive 
index of the material where the electromagnetic wave is propagated and 	 
is the incident angle. For normal incident and propagation through the air, 
   2 .  
This diffraction limit was defined in 1873 and refined by Rayleigh in 
1896. Thus, in a conventional far-field, imaging setup, the spatial resolution 
Δ is determined by the Rayleigh criterion: 
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Where  is the wavelength of the light in vacuum,  the refractive 
index of the medium and 	 half of the opening angle of the focused light 
beam. Note that  sin 	
 is the numerical aperture, , of the focusing 
element which can be related with the focal length, , and the diameter, , 
of the focusing element as 
 sin	
     2 
(2.3) 
The resolution of the system has been measured in an experimental 
way, using two metal strips and varying the distance between them. The 
minimum distance between the strips that can be identified will be the 
minimum resolution of the system. 
Note that this parameter will change as the frequency range changes. 
In Table 2.1, the resolution calculated for both definitions Abbe diffraction 
limit and Rayleigh criterion for each frequency range are related. Note that 
diffraction limit is calculated for propagation through the air and normal 
incident over the sample. 
 
Table 2.1. Diffraction limit 
Bandwidth Wavelength Abbe Diffraction Limit  Rayleigh Criterion 
(THz) (mm) (mm) (mm) 
0.090-0.140 3.33-2.142 1.665-1.071 2.031-1.307 
0.140-0.220 2.142-1.363 1.071-0.681 1.307-0.831 
0.220-0.325 1.363-0.923 0.681-0.461 0.831-0.562 
0.325-0.500 0.923-0.600 0.461-0.300 0.562-0.366 
 
Typically, the measurements present in this chapter have been done 
in the range of 0.140-0.220 THz. The best achieved resolution in this range 
is good enough and less than one millimeter which allows obtaining a good 
quality imaging. This range has been used to obtain the images for the 
thesis. If an image is obtained in other range, it will be indicated.  
Imaging System 25 
 
II.2.2.- Sensitivity and Dynamic Range 
Both sensitivity and dynamic range are internal parameters of the 
network analyzer and their vector network analyzer (VNA) extenders [OML] 
[VDI]. These devices will be described in Section II.3.1. 
The sensitivity is the minimum signal that allows a proper operation of 
the system and it is fixed by the noise level. The dynamic range is defined 
as the ratio between the maximum and the minimum power at the detector 
[Sierra2003]. Usually they are expressed in decibels (dB). As the system is 
divided in some frequency ranges (due to the use of several VNA extenders 
to cover the bands) different dynamic ranges (and sensitivities) are obtained 
(Table 2.2). Note that the signal achieved in the detector is always higher 
than the sensitivity of the system. 
 
Table 2.2. VNA Extenders 
Freq. Range Sensitivity Dynamic Range Manufacturer 
(THz) (dB) Min. (dB) Typ. (dB)  
0.090-0.140 -110 90 105 OML 
0.140-0.220 -105 80 95 OML 
0.220-0.325 -124 90 110 VDI 
0.325-0.500 -127 80 110 VDI 
 
The frequency range of 0.14-0.22 THz is the range with lower 
dynamic range and the worst sensitivity. It means that in this range, the 
power level achieved at the detector has to be higher than in other ranges to 
allow a good performance of the detection system.  
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II.2.3.- Imaging Time 
This parameter is defined as the time necessary for taking an image. 
In the system used in the laboratory, it is related with time using for 
measuring a pixel of the image, and the movement time to map the entire 
sample (mapping time). 
The pixel time is related with the bandwidth of the Intermediate 
Frequency Filter (IFF) and the sweep time (both of them are parameters of 
the network analyzer). The bandwidth has influence over the signal-to-noise 
ratio (SNR). If the bandwidth decreases, the SNR is higher but the pixel time 
increases. Sweep time is the time needed to measure the full bandwidth of 
the network analyzer and, as it is expected, if the bandwidth is smaller, the 
sweep time is lower.  
The mapping time depends on the distance between two pixels of the 
image, the number of pixels and the speed of the positioning system. 
Usually, the distance between pixels has been fixed to 1mm for all the 
images and the number of pixel is determined by the size of the image. As 
the samples are not heavy sample, the speed of the scan system is 
maximum.  
In this thesis, the imaging time parameter has not been taken into 
account. Instead of reducing the imaging time, the measurements have 
been done to cover the overall band (longer sweep time), with enough 
points in each image (related with the distance between pixels and the 
number of pixels) and low noise (narrow band intermediate frequency filter). 
Note that the speed movement is the same for all the images. 
 
II.2.4.- Time Resolution and Time Length 
These parameters appear in the time domain. Time resolution is the 
minimum time step obtained in the frequency-time domain transformation 
and it is limited by the bandwidth of the frequency signal in the network 
analyzer. Note that time resolution is inversely proportional to the bandwidth 
[Oppenheim1998] [Agilent]. Furthermore, time resolution defines the 
minimum distance that can be identified (time can be translated into 
distance using the speed of light).  
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Also, the time length is an important parameter. It depends on the 
number of points of the frequency signal and limits the depth distance. 
Normally, number-of-points parameter has been fixed to 201 frequency 
points. It means that the bandwidth is divided into 201 discrete points. In 
Table 2.3, time resolution and time length for 201 points are presented, for 
each frequency range. 
 
Table 2.3. Time Resolution and Time Length 
Bandwidth Time Resolution Time Length 
(THz) (ps) (ns) 
0.090-0.140 40 8.0 
0.140-0.220 25 5.0 
0.220-0.325 19 3.8 
0.325-0.500 11 2.2 
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II.3.- Imaging System Description 
The imaging system is formed by three different parts. As 
emitter/detector, a network analyzer is used. Secondly, for mapping the 
sample, a three dimensional scanning system is utilized. Finally, a 
quasioptical system improves the resolution of the setup. A scheme of the 
imaging system is shown in Fig 2.1: 
 
 
Fig. 2.1. Scheme of the measuring system 
 
II.3.1.- Network Analyzer 
Vector Network Analyzer (VNA) is used as emitter/detector and it 
provides power and phase detectors. Also, time domain operation is 
available using FFT algorithm within the VNA. As it has been commented, 
for operating from 0.090 THz to 0.500 THz, some external headers (VNA 
Extenders) are used. The pairs of VNA extenders and their bandwidth are 
related in Table 2.2. These VNA extenders allow to measure at higher 
frequencies and implement mixers and multipliers to obtain the operational 
frequency band (Section I.2.2.1). The operational frequency is obtained 
from a ramp function that it is mixed with the local oscillator signal and then, 
multiplied. 
Two Network Analyzers have been used for the imaging system: the 
first one was an E8361C PNA Network Analyzer. Actually, the system is 
configured to use a N5242A PNAX. Both analyzers are provided by Agilent 
[Agilent]. 
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The sample under test is placed in between the two VNA Extenders. 
With this configuration, reflection and transmission parameters through the 
sample can be measured. Some pictures of the network analyzer and VNA 






Fig. 2.2. (a) Photo of the measuring system and (b) detail of the sample place 
and the VNA extenders. 
 
II.3.2.- 3D Scanning System 
A 3D scanning system is used to move the sample and allows 
obtaining a THz image of the sample. This sample is placed in a vertical 
position as can be seen in Fig. 2.2. The 3D scanning system is moved in the 







30 New Developments in THz Field for Imaging Applications 
  
the whole sample. The movement range is 700 x 500 x 500 mm. Each 
measurement point is corresponded with a pixel in the final THz image. The 
movement of the 3D scan and the data acquisition is governed by an in 
house LabView interface.  
Note that the mechanical movement of the scanning system is a 
limiting factor for the imaging time. The speed of the axis movement can be 
adjusted in order to obtain more precision (low speed, 2 rev/s) or lower 
positioning time (high speed, 30 rev/s) [Velmex]. 
 
II.3.3.- Quasioptical Setup 
The initial set-up uses two standard gain horn antennas in order to 
transmit and receive the THz signals, their directivity is presented in Table 
2.4. This single far field configuration gives the possibility of using the same 
set-up for different frequency ranges. However, the achieved resolution is 
not sufficient. As it has been commented in Section II.2.1 diffraction limit for 
the frequency range of 0.14-0.22 THz is lower than 1mm while the 
resolution achieved with the horns is 7mm (Section II.5.1). 
 
Table 2.4. Horn Directivity 







Therefore, a quasioptical set-up based on lenses was designed in 
order to focus the beam [Bailey1998]. The proposal of quasioptical setup 
can be seen in Fig 2.3. 
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Fig. 2.3. Schematic of the proposal quasioptical system 
 
To design the system, some parameters of a lens have to be taken 
into account, as Focal Length (F), distances from the beam waist to the lens 
(d1 and d2) and the beam waist diameter. ( and ). They are shown in 
Fig. 2.4.  
 
Fig. 2.4. Schematic of a plano-convex lens used in the quasioptical setup 
 
The transformation of the Gaussian waist diameter,  through a lens 
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These equations are developed for ideal thin lens. But they are also 
applicable if d1 and d2 were the distances from the beam waist to the 
principal plane of the thick lens. If the Gaussian beam is launched at the 
focal plane of a lens, (  #), 
    #    
(2.6) 
    #' 
(2.7) 
 
These equations describe the parameters of the first lens. For the 
second lens, the beam waist diameter is calculated using this equation: 
,  #' 
(2.8) 
Finally, for a full design of the final quasioptical system (Fig. 2.5), the 
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Fig. 2.5. Schematic of the quasioptical system 
 
The lenses included in the imaging system were two pair of plano-
convex lenses with F1=50 mm [Zomega] and F2=100mm [Thorlabs] focal 
length. Two lenses have been placed in between the emitter and the sample 
under test, and other two in between the sample and the receiver (Fig. 2.6). 
 
 
Fig. 2.6. Schematic of the quasioptical system 
 
The calculated distance are L1=48 mm, L2=50 mm and L3=47 mm. In 
order to simplify the system, all distances were fixed to 50 mm. Note that 
the optical system is symmetric and the same distances are used in both 
paths.  
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II.4.- Measuring Parameters 
It is necessary to measure at the same time, both scattering 
parameters, S11 and S21, in magnitude and phase, for reflections and 
transmission measurements respectively. A software has been specifically 
designed for this purpose and it controls the scan system and the network 
analyzer. 
The measurement procedure is straight forward. The network 
analyzer emits an electromagnetic signal and this one impinges on the 
sample. Quantitative values of the overall transmitted and received power 
can be directly acquired. Furthermore, phase signal can also be recorded.  
The fraction of the power that goes through the sample is called 
transmitted power (S21). Typically, S21 parameter is measured in frequency 
domain. Transmission measurement provides information about the 
attenuation and absorption through the sample at each frequency. The 
measured data in the whole frequency range are post-processed to plot an 
image for each frequency.  
The power that is reflected and goes back to the emitter is called 
reflected power (S11). Firstly, a frequency measurement is done to achieve 
the S11 parameter. Secondly, a Fourier Transform is calculated to obtain a 
time domain representation which provides distance information from time-
delay information. Furthermore, as it is firstly measured in frequency 
domain, S11 parameter can be represented as a function of the frequency. 
In this case, the obtained information is related with the refractive index (the 
level of the reflected power is related with changes in the refractive index as 
it will be explain in Section III.3.1) of the sample for each single frequency.  
Note that transmitted power can also be represented in time domain if 
a Fourier Transform is calculated. As in the case of the S11 parameter, the 
obtained information will be related with the refractive index changes. On 
the other hand, this representation has been not very used in this thesis. 
There is also another fraction of the power that is absorbed by the 
sample. This absorbed power can be calculated, using reflection and 
transmission measurements. (Section III.3.1) 
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II.4.1.- S21 Parameter in Frequency Domain 
As it has been commented, in this case, the electromagnetic signal 
goes through the sample and provides information at the detector about 
transmittance at each frequency 
The setup used in this configuration was more complicated than 
reflection one (it is descripted in the next subsection), due to the use of an 
T/R-VNA extender, a R-VNA extender and a full quasioptical system (four 
lenses), as can be seen in Fig. 2.7. Also, pointing problems can appear 
using this technique, as two VNA extenders have to be aligned.  
 
 
Fig. 2.7. Schematic of the measuring of S21 parameter 
 
By representing for each XZ position either the amplitude or the 
phase of the electromagnetic wave, an image can be drawn.  
This “transmission image” is obtained for one single frequency. During 
the measurement process, a full frequency range is measured. It has been 
divided into single frequency points using an internal parameter of the 
network analyzer, the number of points. Every point can be translated in one 
frequency and a transmission image (this parameter has been commented 
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The time required to obtain these images is large for a practical 
application. However, it allows obtaining high resolution images in a broad 
bandwidth. The study for the overall frequency range allows characterizing 
the performance of the sample at each single frequency.  
Note that the measured values have been normalized in transmission 
using the transmission response without the sample in order to eliminate the 
influence of the reflections of the lenses and associated standing waves. 
Some images obtained with this technique are presented in Fig 2.8. 
 
 
(a)  Photo of the leaf 
 
(b) Magnitude (dB) (c) Phase (Degrees) 
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II.4.2.- S11 Parameter in Time Domain 
In this measurement setup, reflected power was used to obtain time 
delay information from the sample (note that reflections inside the sample 
are produced due to the changes in the refractive index. Also, time distance 
between the reflected peaks can be translated into path distance using the 
speed of light). As it can be seen on Fig. 2.9, this configuration only uses an 
extender header and a pair of lenses. That is very important in the 
development of a final measuring system because it will be smaller, cheaper 
(only a T/R module is used) and easier to use (precision alignment is not 
necessary) than a transmission system. 
 
 
Fig. 2.9. Schematic of the measuring of S11 parameter 
 
Note that for measuring in time domain, a frequency measurement is 
done. Once the information in magnitude and phase has been recorded, a 
Fast Fourier Transform (FFT) algorithm is used. In this calculation, the most 
important parameter is the frequency bandwidth, which fixes the time 
resolution. Also, the number of points of the VNA has influence in this 
representation, as it is proportional to the time length (Section II.2.4). 
Usually, a gating is used to eliminate the secondary reflections or the 
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With this configuration, an image in time domain is obtained. 
Normally, the main peak observed is related with the first reflection over the 
sample, as it can be seen in Fig. 2.10. It has the highest level, as the 
reflection over the sample (a leaf) is the main reflection. Second and third 
peaks are related with multipath signals (backs side of the sample for 
instance or resonations inside the sample itself). Note that the time delay 
between peaks is directly related with depth information. 
 
 
Fig. 2.10. Measurement in time domain of the S11 parameter of the leaf 
presented in Fig 2.11. Note that standing waves have been eliminated due to 
the normalization. 
 
As it is depicted on Fig. 2.10; a typical trace of S11 parameter of a leaf 
in time domain has been recorded. Delay time between peaks is measured 
in nanoseconds and using the wavelength into the material, the distance (D) 
between peaks can be obtained. 
   -
 
(2.10) 
Where λf is the speed of the electromagnetic wave inside the material 
and TD (time delay) is the time distance between two peaks. Furthermore, 
S11 magnitude variation gives information about refractive index (permittivity 
or refractive index using Fresnel coefficients. This characterization will be 
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further explained in Chapter III), while time delay provides information about 
depth (thickness of the sample). Images at different instants of time are 
translated into cuts of the sample under test. The combination of these cuts 
can be used to plot a 3D image of the sample. 
Several cuts of the previous leaf can be seen in Fig 2.11. The leaf 
cannot be distinguished in Fig. 2.11a because it represents a cut in the 
foreground of a position where the leaf is placed (the control point, rounded 
with a red circle presents a level of -13.4 dB). On the other hand, Fig. 2.11b 
to Fig. 2.11e show cuts of the leaf (control point level is (b) -9.7 dB; (c) -7.1 
dB; (d) -6.5 dB and (e) -8 dB). Finally in Fig. 2.11f the leaf has disappeared 
because it shows a cut behind the leaf (-11.5 dB).  
Note that the normalization in this case was different from the case of 
a transmission image. In this case, a metal plane was used to obtain a 
maximum of reflected power. This value was used as the maximum value to 
normalize the measurement. The metal plane was placed in the same point 
that the sample was placed. 
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(a) t0-5∆t (-13.4 dB) (b) t0-3∆t (-9.7 dB) 
  
(c) t0-∆t (-7.1 dB) (d) t0 (-6.5 dB) 
  
(e) t0+∆t (-8 dB) (f) t0+3∆t (-11.5 dB) 
Fig. 2.11.-Several cuts of the leaf measured in time domain. In parenthesis, the 
level of the control point, marked with a red circle. 
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II.4.3.- S11 Parameter in Frequency Domain 
The measurement setup presented in Fig. 2.9 measures in frequency 
domain. Thus, the obtained results can be presented as a function of the 
frequency. The achieved measurement contains information about the 
reflected power, at each frequency, in the overall bandwidth.  
 
 
Fig. 2.12. Image in frequency domain of the S11 parameter using the setup 
depicted in Fig. 2.9. 
 
In Fig 2.12 it is possible to identify a leaf. Note that the red area in the 
border is the holder of the sample. In this case, the area without sample is 
presented as a minimum in the image (blue areas with a reflected power 
level around -18 dB). On the other hand, the sample presents a higher 
reflection level (-8 dB) as the refractive index of the sample is different from 
the refractive index of the air.  
As in the previous case, a metal plane is used to obtain a maximum in 
the reflected power to normalize the signal. 
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II.5.- Characterization of the imaging system 
The imaging system will obtain the transmission/reflection properties 
of the sample between 0.09 THz and 0.5 THz. Even though the highest 
operational frequency gives the best resolution, f=0.2 THz was used 
(Section II.2.2). At this frequency, the VNA presents a dynamic range of 95 
dB with a resolution following the Rayleigh criterion around 1 mm. Note that 
this frequency range has been selected because it provides a good 
resolution and presents the worst dynamic range (As it is the worst case, 
the system can measure in other frequency ranges without problems).  
 
II.5.1.- Resolution 
The resolution of the system was measured experimentally using a 
metal strips pattern (Fig. 2.13). The size of these metal strips was increased 
gradually until they could be clearly distinguished in the S21 parameter.  
 
Fig. 2.13. Resolution metal strip pattern 
 
In a first approach, using the horns only, the smallest size found, 
which fixes the resolution of the system, was of 7 mm. It means that the 
achieved resolution is far away from the theoretical diffraction limit obtained 
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in Section II.2.1. Taking into account this result, the quasioptical setup was 
designed and introduced into the system. Using the quasioptical setup, 
described in Section II.3.3, the achieved resolution is of 2 mm, at 0.2 THz. 
(see Fig. 2.14).  
  
 
Fig. 2.14. Transmission measurement of the resolution metallic pattern 
 
Theoretical resolution of the imaging system, (diameter of the 
focusing element is 50 mm, focal length, 50 mm) is about 1.5 mm, 
according to the Rayleigh criterion (Eq. (2.2)). Taken into account both 
values, it can be concluded that the experimental resolution achieved is a 
good result.  
Note that the resolution is also higher than the Abbe diffraction limit 
(about 1 mm in the frequency range of 0.140-0.220 THz which is shown in 

















44 New Developments in THz Field for Imaging Applications 
  
II.5.2.- Defect Detection 
Defect detection is the capability of the system of identifying one 
object by its size (related with the resolution of the imaging system) or by its 
material (related with the dynamic range and the sensitivity of the system). 
Note that the material of the object is related with the electromagnetic 
parameters (refractive index or permittivity) of the sample.  
In a first step, in order to measure the defect detection capability 
based on the size, small metal squares from 2 mm to 7 mm side edge were 
placed on the surface of a leaf (Fig.2.15). A THz active image was taken 
using the imaging system at 0.2 THz. Squares from 3 mm to 7 mm side 
edge can be clearly distinguished and the smallest square (2 mm side edge) 
can be identified with enough precision.  
It is possible to conclude that the system is able to detect metal pieces of 





Fig. 2.15. (a) Image in visible spectrum of the leaf with the metal squares and 
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Secondly, to measure the defect detection capability based on the 
type of the defect, a slice of absorbent, a hole in one of the leaves and a 
metal square were placed in a leaf as it can be seen in Fig. 2.16a. 
Furthermore, some leaves were partially superposed to check the impact of 





Fig. 2.16. (a) Leaf in visible spectrum with some defects: hole, metal square and 
a slide of absorbent and (b) THz image of the same leaf. 
 
The image taken is shown on Fig. 2.16b. The system can detect level 
differences between the absorbent (number 1), the hole (number 2) and the 
metal (number 3). The hole in the leave appears like a maximum in the 
transmitted parameter (-3dB), while the metal square has a minimum in the 
power level (-27dB). Finally, the slice of absorbent (this material could 
represent an unwanted object in the sample) presents a different absorption 
level (-14dB), but it cannot be identified in between the leaf. Its level is very 
similar to the level of the leaf. 
These differences in the level of detected power allow distinguishing 
between two different objects. Note that in transmission configuration, the 
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reflection, the metal object is represented by a maximum value in power 
level as it reflects the THz power. 
Furthermore, the leaf stack (number 4) and the veins (number 5) are 
detected on Fig. 2.16 and they present a level of -14 dB (green color) due to 
the fact that they have a higher level of water, which is translated in a higher 
absorption in the THz image. Also, it is possible to distinguish (blue color) 
the superposition of the leaves (number 6 with a level of -24 dB), which 
provides the possibility of controlling the number of slices or the thickness in 
a quality system. 
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II.6.- Imaging Results 
This set of images corresponds with a measurement of a leaf in the 
0.140-0.22 THz frequency band. First images were taken with no 
quasioptical setup to test the resolution obtained just with the VNA 





Fig. 2.17. (a) Photo of the leaf under test and (b) first THz transmission image 
obtained for this thesis. 
 
In Fig 2.17, the leaf is clearly distinguished but the resolution is very 
poor. The main parts of the leaf can be identified, as the leaf stack and 
some principal veins but the resolution achieved with this system (7 mm) is 
not enough to obtain a clear image.  
Due to the poor results obtained, the quasioptical system was 
designed and implemented. A sample made with two different parts of 
leaves was measured as it is plotted in Fig 2.18. The lower part of the 
sample is a fresh leaf (the borders of the leaf are green, number 1) and the 
upper part of the sample is a dry leaf (with the borders in a darker color, 
number 2). Fig. 2.18b shows the different level of transmission power that 
can be obtained with the imaging system. Note that the resolution of the 
image has been increased using the quasioptical system, because of it is 
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Also, in this image, the dynamic range of the system has been tested. 
As it is depicted, dry leaf provides high signal level at the detector (orange 
color, -5.2 dB in point 2) and the fresh part provides lower levels (blue color, 
-7.3 dB in point 1). Due to the different water content of the two parts, it is 
possible to conclude that the dynamic range and the sensitivity of the 
system in this frequency range are enough for this application (note that the 




Fig. 2.18. (a) Visible image and (b) THz transmission image for test the different 
levels of water content 
 
As the resolution has been increased, a measurement of the 
capability to defect detection of the system was done. To reproduce a real 
case, an insect was used. It was placed in the leaf and all the sample 
(insect and leaf) was placed into a CD box. Fig 2.19 shows the image 
obtained, measuring S21 parameter. There is a zone with low transmission 
level near to leaf stack (it is colored in blue and presents a level of -12 dB). 
Taking into account other leaves’ images, it is possible to say that there is a 
foreign body on the leaf. Note that, due to the small size of the parts of the 
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Also, it is remarkable that this result agrees with parameters of the 
system. The resolution achieved (2 mm) is enough to detect the insect, as it 
is demonstrated in Fig. 2.19. Furthermore, the dynamic range of the system 
allows measuring differences in the transmitted power level (four times 
lower). In conclusion, it is possible to detect an unwanted object with high 
water content, due to the low level of transmitted power. On the other hand, 
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II.7.- Conclusions 
In this chapter, the implementation of a sub-millimeter wave imaging 
system based on a network analyzer has been descripted. It  provides the 
capability of measuring the magnitude and/or the phase of the achieved 
signal, in transmission or reflection configuration, using frequency or time 
domain.  
The parameters taking into account for the implementation of the 
imaging system (spatial resolution, sensitivity, dynamic range, imaging time, 
time resolution and time length) have been defined and determined.  
This system is able to detect unwanted objects in the obtained THz 
image (maximum size of 500 x 700 mm) for the 0.090 THz to 0.500 THz 
frequency band. Note that the frequency range is divided due to the 
characteristics of the network analyzer (0.090-0.140 THz; 0.140-0.220 THz; 
0.220-0.330 THz; 0.330-0.500 THz). The typical dynamic range for the 
overall bandwidth is, at least, 95 dB and the sensitivity of the system is 
better than -105 dB.  
The resolution achieved has been improved due to the 
implementation of a quasioptical system (from 7mm to 2mm at 0.200 THz) 
which uses PTFE lenses to focus the THz beam. This system has been 
optimized by Gaussian beam theory.  
Some transmission images have been presented to show the 
capabilities of the system. These images have been obtained at 0.2 THz, 
which provides a resolution of 1 mm (Rayleigh criterion), with the worst 
sensitivity (-105 dB) and the minor dynamic range (95 dB). In these 










In this chapter, several electromagnetic characterization systems for 
the THz range are presented. Also, the theoretical models and the 
parameters using for the characterization are explained. To illustrate them, 
some examples of possible applications for these characterization systems 
are related.   
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III.1.- Introduction 
Imaging systems have been demonstrated that they are able to detect 
an unwanted object using THz images. On the other hand, the materials of 
the sample are not identifying by them. Due to this consideration, several 
electromagnetic characterization systems were implemented for this thesis.  
These systems allow identifying and differentiating samples in an 
imaging system (such as the system descripted in Chapter II), through the 
measurement of the electromagnetic parameters (refractive index, 
absorbance or permittivity). Note that, as a function of the thickness 
(electrical size) of the sample, the most appropriate system will be used for 
the characterization. 
The first characterization system is based on a vector network 
analyzer, able to measure scattering parameters in time/frequency domain 
and in transmission/ reflection mode. With these parameters, it is possible to 
obtain the refractive index of the sample under test. Due to the use of the 
VNA (Chapter II), this system provides a very good dynamic range for the 
0.09 – 0.50 THz frequency band. This system characterizes thick samples 
based on the theoretical model for one single interface.  
The second system is a TPS Spectra 3000 from Teraview. It is based 
on a laser source and it is a THz-TDS in transmission and reflection 
configuration from 0.060 THz to 3.5 THz. This system characterizes a 
sample by its refractive index, permittivity and absorbance. TPS Spectra 
3000 is used for thin samples based on the theoretical model for thin 
samples with two interfaces. Note that those samples can be formed by only 
one material, powder samples or liquid samples. 
Finally, an ellipsometry system was developed. This system uses the 
TPS Spectra 3000 as a source and it characterizes samples by its refractive 
index. This system is based on the theoretical model for a null-ellipsometer 
and it is able to measure thick and thin samples.  
This chapter is structured as follows. After the introduction, the 
electromagnetic parameters used for the characterization are listed in 
Section II. Section III presents theoretical models followed for the 
description of all the characterization systems, which are explained in 
Section IV. Section V shows some examples of these electromagnetic 
characterization systems through the measurements of some explosives 
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(before and after the detonation) by THz-TDS and by null-ellipsometry. 
Furthermore, a comparison between the THz-TDS system and the 
ellipsometry system is performed in this section. Finally, some conclusions 
about these systems are commented in Section VI. 
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III.2.- Parameters used in electromagnetic characterization  
In this section, several electromagnetic parameters are descripted. 
These parameters will be used for the electromagnetic characterization of 
the materials in following sections.  
 
III.2.1.- Permittivity 
Permittivity is a property which is associated with how much electrical 
charge a material can store in a given volume [Balanis1989].  
The permittivity in vacuum (free space) is denoted as  and its value 
is 8.85418782E-12 F/m. This parameter is obtained from the ratio D/E in 
vacuum, where D is the electric displacement field and E is the electric field. 
Note that no material has a permittivity lower than the permittivity of the 
vacuum. 
The permittivity of any material is referred by its relative permittivity 
(also named as dielectric constant), and it is denoted as . This relative 
permittivity is obtained from: 
 
    1  	 
(3.1) 
where  is the permittivity of the material and  is the electric 
susceptibility of the material. 
Note that  is a complex number and usually it is expressed as: 
 
         
(3.2) 
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III.2.2.- Refractive index 
This parameter is defined as the ratio between the light speed in the 
vacuum and the light speed in the medium [Tomp2005]. Thus, for each 
material is always higher than 1 (in the case of the vacuum, its value is 1).  
As in the previous case, the refractive index is a complex number, 
typically expressed as: 
 
     
(3.3) 
Where  is related with the phase speed and  indicates the amount 
of absorption loss when the electromagnetic wave propagates through the 
material. 
 
III.2.3.- Absorption coefficient 
This coefficient describes the fractional decrease in intensity with 
distance [Wooten1972]. The measured intensity of transmitted  through a 
layer of material with thickness  is related to the incident intensity  
according to the inverse exponential power law that is usually referred to as 
Beer–Lambert law [Beer1852]: 
 
    
(3.4) 
Where  denotes the path length. The attenuation coefficient (or 
absorption coefficient) is . 
 
III.2.4.- Absorbance 
Absorbance is a quantitative measure expressed as a logarithmic 
ratio between the radiation falling upon a material and the radiation 
transmitted through a material [Mehta2012]. 
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     
(3.5) 
Where is the absorbance at a certain wavelength of light (!),  is 
the intensity of the radiation (light) that has passed through the material 
(transmitted radiation), and  is the intensity of the radiation before it 
passes through the material (incident radiation). 
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III.3.- Theoretical Models used in electromagnetic 
characterization  
 
III.3.1.- One single interface: thick samples 
First theoretical model describes an interface between two different 
mediums, named by their refractive indexes, n1 and n2. This interface is 




Fig. 3.1. Scheme of model for one interface 
 
 
Fresnel Coefficients relate the emitted power (Pi), (which is the 
incident power over the interface) with transmitted (PT) and reflected power 
(PR). Also, absorbed power (PA) can be calculated. Fresnel Coefficients are 
expressed by the following equations, 
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"   #$ %&   #$ %' #$ %&   #$ %'  
(3.6) 
t  2n cos θ/n cos θ/  n cos θ0 
(3.7) 
Thus, transmitted and reflected power can be expressed as: 
 
P2  r ∗ P5    P6  t ∗ P5 
(3.8) 
P5  P2  P6  P7 
(3.9) 
Note that only reflected ray and incident angle are taken into account 
to characterize the medium. Also, the polarization of the incident ray has 
been supposed to be perpendicular to the incident plane. Using Fresnel 
Coefficients it is possible to obtain Snell law, 
 
sin θ/sin θ0  nn 
(3.10) 
This model has been used for one single interface. Normally, the 
sample under test is so large (electrical size) for measuring the transmitted 
ray (the transmitted power that arrives to the detector has been attenuated 
due to the propagation distance through the sample) those only reflection 
parameters can be obtained. Taking into account Eq. (3.6); the reflected ray 
is related with the refractive index of the sample.  
Some applications of this theoretical model are the characterization of 
thick samples (where the losses are very high. Those losses are due to 
thickness, the absorption of the sample or a combination of both of them) 
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III.3.2.- Thin sample with two interfaces 
The model described in previous section is very simple and only valid 
for samples with one interface (thick samples). If the thickness of the 
sample is comparable to the wavelength at working frequency, a more 
detailed model is needed.  
 
 
Fig. 3.2. Scheme of a thin sample with two interfaces 
 
This model describes the interface between three media (n1, n2, n3) as 
it can be seen in Fig. 3.2. Second medium models the sample under test 
and it has been descripted as a Fabry-Perot resonator. Usually, media n1 
and n3 represents the air around the sample. 
In this case, the first ray is partially reflected (reflected power, ray 0) 
and partially transmitted to the medium n2. Once it is inside the medium, a 
resonance behavior is obtained. Several rays can be found inside sample 
medium (n2), as they are reflected in both interfaces. The electromagnetic 
wave is reflected and transmitted successively each time it arrives to one 
interface. Note that R0 (ray 0) models the first reflection over the interface 
n1-n2. This reflection can be characterized using the model described before 
(Section III.3.1). 
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Multiple transmitted and reflected rays which appear due to the 
resonator [Duvillarret1996] are described as follows (Table 3.1). 
 
 Table 3.1.- Equations of the transmitted and reflected rays 
 Transmitted Reflected 
1 Eit12t23 Eit12r23t21 









Where  is the propagation term through the second medium and 
L is the thickness of the sample medium. As it can be seen, there are two 
coefficients that appear in the equations; tij is the transmission Fresnel 
coefficient from the medium i to the medium j; rij is the reflection Fresnel 
coefficient from the medium i to the medium j. Finally, Ei is the incident 
electric field over the sample. These coefficients are calculated using:  
t/@  2n/n/  n@ 
(3.11) 
r/@  n@  n/n@  n/ 
(3.12) 
Note that the ray has a normal incident. Coefficients descripted in Eq. 
(3.11) and Eq. (3.12) are the Fresnel Coefficients calculated using Eq. (3.6) 
and Eq. (3.7) when %&  %'  0°. 
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According to the equations for the resonance medium, reflection (R) 
and Transmission (T) parameters, which relate the incident power with the 
total reflected/transmitted power, can be described as: 
R  tr9teEF 11  eEFr9r 
(3.13) 
T  tt9eEF 11  eEFr9r 
(3.14) 
These parameters include all the reflected/transmitted rays and have 
been calculated as a geometrical series. Both parameters, R and T, are 
used to calculate the reflected and transmitted field. Furthermore, it is 
possible to calculate the complex refractive index and the permittivity of the 
sample, so that software functions have been implemented to calculate the 
electromagnetic parameters for the different models. This software uses 
transmitted power and phase in order to characterize the sample. 
If the incident electric field is known and (n1, n3) model the air around 
the sample, the refractive index of the second medium, which summarizes 
the electromagnetic parameters of the sample, can be calculated using the 
following equations. 
n  HIε	  ε	  ε2  
(3.15) 
k  HIε	  ε	  ε2  
(3.16) 
Note that Eq. (3.15) and Eq. (3.16) are used in Eq. (3.3) to calculate 
the complex refractive index. It is important to remark that the model 
descripted in previous section is an approximation of this model. The 
reflected ray number 0 (R0) can be descripted as R0=Eir12 which is the 
reflected ray calculated using Eq. (3.6) (for the case of normal incident).  
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III.3.2.1.- Powder samples 
Theoretical model for thin samples is very useful for small solid 
samples with a thickness comparable to the wavelength. These samples 
can be simply samples (only composed by one material), powder samples 
or liquid samples. For characterizing powder samples, another parameter, 
(effective permittivity of the sample) has to be taken into account because 
these samples are measured in combination with other materials used as 
base for the powder sample. Thus, the permittivity obtained in the laboratory 
is related with the permittivity of the polyethylene (base) and the sample 
under test. 
 
Typically, these samples were measured using TPS Spectra 3000 
equipment (it is described in the next section) due to its high dynamic range, 
bandwidth and beam waist (smaller than 5 mm). To be able to measure the 





Fig. 3.3. Different stages of the pellet fabrication: (a) PE powder, (b) Sample 
powder, (c) mix of PE and sample and (d) the final pellet 
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fabricated with the powder sample mixed with polyethylene (PE). PE is 
included to measure any quantity of the powder sample in similar conditions 
(thickness and weight of the obtained pellets) 
Normally, the overall weight of the pellets is 350 mg. In most cases, 
the pellet will be composed of 250 mg of PE (Fig. 3.3a), whose refractive 
index is 1.5, and 100 mg of the corresponding sample (Fig. 3.3b). Other 
mixing rates have also been studied as indicated in their correspond 
sections. Once both quantities are perfectly mixed (Fig. 3.3c), the pellets are 
created by means of a hydraulic press, able to create 10 tons strength (Fig. 
3.3d).  
For each characterized sample, several pellets have been done with 
the aim to check that the properties remain the same independently of the 
sample and also to verify the repeatability of the manufacturing process of 
the pellets. 
The larger wavelength to be measured is 5 mm (0.06 THz). In order to 
minimize the spill-over of the THz beam around the sample, the diameter of 
the pellets was fixed to 13 mm. Note that the final thickness of the pellet is 
different for each sample, due to the distinct behavior of each sample 
against pressure.  
As PE has been used in the sample, its electromagnetic parameters 
affect the measured permittivity. To avoid this influence, the effect of the PE 
refractive index was eliminated using the Maxwell-Garnett mixing rule 
[Maxwell1904]: 
 LMM  NO  2PQRNO ∗ STU  NOSTU  NO  PQRSTU  NO	 
(3.17) 
Where NO is the permittivity of the PE; STU is the permittivity of the 
sample under test; LMM is the permittivity of the pellet, measured in the 
laboratory and PQR is the ratio between the sample weight and the total 
weight of the pellet. 
Note that this equation can eliminate the influence of each base used 
in measurements and it can be applied for solid powder samples or powder 
samples in liquid medium, as it is descripted in the next subsection. 
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III.3.2.2.- Solid Sample inside Water Medium 
The second special case of powder samples is descripted in this 
section. In this situation, the powder sample is dissolute in a liquid medium 
(typically water) e.g. a solution of the sample of interest. Note that, it is 
placed inside a container, just to be able to measure the liquid medium.  
In this case, there are three resonance mediums and four interfaces, 
as they are illustrated in Fig. 3.4. 
• Air (n1)-Container wall(n2) 
• Container wall (n2)-Sample medium(n3) 
• Sample medium(n3)-Container wall (n4) 
• Container wall (n4)-Air (n5) 
 
 
Fig. 3.4. Schematic of the model for the liquid sample 
 
Some approximations have been used to describe this model due to 
its characteristics: first interface (air-container wall) has been modeled using 
the model descripted in section III.3.1; only one reflected (1a) and one 
transmitted ray (1b) have been taken into account.  
Second interface has been modeled using the model described in 
section III.3.2. In this case, the transmitted ray calculated above is used as 
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incident ray for this interface. It is important to remark that, for this thesis 
only four rays have been used for the characterization of this model (see 
Fig. 3.4): 
• Ray 1a: Provides information about the interface air-wall 
container and it is the first reflected ray achieved. 
• Ray 2a: It is the second ray reflected. It provides information 
about the interface Container wall (n2)-Sample medium (n3). 
Note that if the thickness of the container (L1) is electrically 
small (it will depend on the frequency range of measurement) 
ray 1a and ray 2a can be detected like only one contribution 
(as there is no time difference between them). 
• Ray 3: Third ray detected. It provides information about the 
interface Sample Medium (n3)-Container wall (n4). Note that, 
in this case, ray 1b is considered as the incident ray to use 
Eq. (3.13). 
• Ray 1e: It is the first transmitted ray. It is calculated using Eq. 
(3.14) as a resonance medium (n3). 
Note that media n1 and n2 only the first transmitted ray is considered. 
They are not as resonance media. To model these samples, Eq. (3.17) has 
to be used in order to eliminate the influence of the water, but the 
permittivity of the water is modified by the frequency and the temperature. In 
order to characterize this influence, the Double-Model of Debye has been 
descripted [Lie1991]. With this model (Eq. (3.18)), a frequency dependent 
complex permittivity will be obtained. Using this permittivity in Eq. (3.17), the 
influence of the water can be eliminated.  
 
εVW0XY  ε  freq ε  εfreq  jγ  ε  εfreq  jγ 
(3.18) 
Where ^_`" is the complex permittivity of the water, a is the 
temperature of the water and freq is the frequency (GHz), ε is the static 
dielectric constant of pure water, ε and ε are the first and second high 
frequency constant and  γ and γ are the primary and secondary 
relaxation frequencies. Note that this model is valid from 1 GHz to 10 THz. 
[Lie1991].  
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Double-Model of Debye model uses the static dielectric constant of 
pure water, ε which depends on the temperature, a, by Eq. (3.19) and Eq. 
(3.20).  
ε  77.66  103.3θ 
(3.19) 
θ  1  300 1273.15  T 
(3.20) 
Note that these expressions are valid for 20º h a h 60º. Once this 
static dielectric constant has been calculated, first and second high 
frequency constant, ε and ε are obtained. 
ε  0.0671ε 
(3.21) 
ε  3.52  7.52θ 
(3.22) 
Furthermore, primary and secondary relaxation frequencies, γ and γ are also obtained, in order to calculate all the date for the final 
expression of the complex permittivity of the water. 
γ  20.20  146.4θ  316θ 
(3.23) 
γ  39.8γ 
(3.24) 
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III.3.3.- Ellipsometry 
Ellipsometry technique consists on the measurement of the change in 
polarization of a light beam upon reflection from the sample under test. 
Using the expressions descripted below, the refractive index of that sample 
can be obtained. Furthermore, if the sample is composed by several layers 
of different materials, it is possible to calculate the refractive index and the 
thickness of each layer [Tomp2005]. 
Taking into account some parameters (frequency and angle of 
incident), this technique can be classified as follows. If it is based on a 
single frequency, it is called single-wavelength ellipsometry. If ellipsometry 
is a function of the frequency, it is named spectroscopic ellipsometry. 
Furthermore, if it is a function of the angle of incident, the ellipsometry is 
referenced as multiple angle of incident ellipsometry. Finally, if ellipsometry 
is based on both parameters, frequency and angle of incident, it is called 
variable angle spectroscopic ellipsometry [Tomp1999]. 
The main characteristic of the ellipsometry system is the use of 
polarizers. These devices are used to set the polarization of the incident 
beam and they are critical components of any ellipsometric system. They 
are optical elements which convert a light beam of any polarization state 
into a light beam with a single polarization state. The deviation in the linear 
state of polarization is used to characterize the sample by its refractive 
index, as it will be commented below [Tomp1999]. 
 
III.3.3.1.- Reflectance 
The reflectance is defined as the ratio of the intensity of the outgoing 
wave to the intensity of the incoming wave.  
Some definitions are necessary to complement the reflectance. The 
amplitude of the electric field wave in the plane of incidence is defined as Ep 
and amplitude perpendicular to the plane is called Es. The incident wave is 
divided into two waves, p-waves with amplitude of Ep and propagating in the 
plane of incidence and s-waves, with amplitude of Es and propagating in the 
perpendicular plane of incidence. Also, total reflection coefficients Rl and Rm, using the two interfaces schemes depicted in Fig. 3.5, are defined as: 
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Rl  rn  r9n e@o1  rn r9n e@o                                      Rm 
rm  r9nme@o1  rm r9m e@o 
(3.25) 
rn  n cos θ  n cos θn cos θ  n cos θ0                          rm  n cos θ  n cos θn cos θ  n cos θ0 
 
(3.26) 
β  2π Lλ ncosθ 
(3.27) 
where rn  and r12m  the Fresnel coefficients for the interface n1-n2 and β is the phase change in the wave 
 
Finally, the reflectance, t, can be defined as  
 tu  |wu|                                 tx  |wx| 
(3.28) 
  






Fig. 3.5. (a) Theoretical model used for ellipsometry and (b) decomposition of 
the Electric field. 
 
  
70 New Developments in THz Field for Imaging Applications 
  
III.3.3.2.- Delta and Psi 
The p-waves and the s-waves are not necessary in phase so that 
phase difference between the p-wave and the s-wave before the reflection 
is called y and after the reflection, y. The parameter Δ is the phase shift 
due to the reflection over the sample. It is defined as: 
Δ  y  y 
(3.29) 
Reflection over the sample also introduces an amplitude reduction for 
both p-waves and s-waves that can be calculated using total reflection 
coefficients, Rp and Rs. Parameter Ψ is defined as the angle whose tangent 
is the ratio of the magnitudes of the total reflection coefficients. 
 
tan Ψ  |Rn||Rm| 
(3.30) 
 
III.3.3.3.- The fundamental Equation of Ellipsometry 
If a new parameter, } is defined as the complex ratio of the total 
reflection coefficients: 
ρ  RnRm  
(3.31) 
The fundamental equation of the ellipsometry then is 
ρ  tan Ψe@  RnRm  
(3.32) 
 
The parameters Ψ and Δ are measured by the ellipsometer and using 
the equations related above, electromagnetic parameters such as refractive 
index and thickness of the sample can be calculated. 
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Taking into account all the parameters descripted above, a null-
ellipsometry measuring system was design and developed (this system is 
descripted in Section III.4.4). Null ellipsometry is a very solid, simple 
technique (single-wavelength ellipsometry) that involves changing the angle 
of the analyzer (polarizer after the sample) to find the null in the detector for 
an angle of incident, %&. Parameters Ψ and Δ are calculated using the null 
angles and these equations: 
tan Ψ  |tan  | 
(3.33) 
Δ  2  2 
(3.34) 
Where P is the angle of the polarizer, and A is the angle of the 
analyzer that yields a null. Both values are introduced in Eq. (3.35) to 
calculate the refractive index of the sample under test: 
   tan%&	 H1  4}$%&}  1	  
(3.35) 
This equation is based on Eq. (3.32), Eq. (3.33) and Eq. (3.34). Note 
that n2 is the refractive index of the sample and n1 is the refractive index of 
the medium around the sample, typically air. 
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III.4.- Description of systems for electromagnetic 
characterization 
Different measuring systems have been used for electromagnetic 
characterization. In this section, the description of each one is presented.  
 
III.4.1.- Measuring system for thick samples 
This setup is based on the imaging system descripted in Chapter II. 
As it has been commented, the system is based on a Network Analyzer to 
emit and detect power, and a quasioptical system to focalize the 
electromagnetic beam over the sample (Fig. 3.6). Note that the sample is 
characterized by only one measurement point. 
 
 
Fig. 3.6. Scheme of the measuring system for simple samples 
 
With this configuration, transmission (S21) and reflection (S11) 
measurements can be obtained. A specifically software has been developed 
(it is based on the theoretical model presented in Section III.3.1) to obtain 
the permittivity and the refractive index of the sample under test from the 
measured scattering parameters.  
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As this system characterizes thick samples (electrical size of the 
sample) only reflection power is measured (note that the transmitted power 
through the sample is absorbed by the sample itself). 
Note that the network analyzer is able to measure the time evolution 
of the sample. In this case, it is important to remark that this measurement  
is not consider as an electromagnetic characterization, but it provides useful 
information about the evolution of the parameters of sample (refractive 
index or permittivity) as a function of the time. Thus, several samples have 
been studied using that technique (some examples are presented in 
Chapter IV): 
• Spanish sausage (“chorizo”) curing process 
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III.4.2.- THz-TDS: Teraview TPS Spectra 3000. 
The measurements have been carried out using a commercial TPS 
Spectra 3000 [Teraview]. This equipment is a floor-standing terahertz 
transmission spectrometer. It is based on an ultra-fast pulsed laser 
technology with laser gated photo-conductive semiconductor emitter and 
receiver to generate and detect terahertz energy. 
The transmission through the sample of a terahertz pulse is compared 
to a reference measurement and the sample parameters measured (Fig. 
3.7). In order to eliminate the water absorption peaks the sample 
compartment is purged with nitrogen. 
 
 
Fig. 3.7. Scheme of the measuring system of the TPS Spectra 3000 
 
Thin samples (simple solid samples, powder samples and liquid 
samples) can be measured and characterized by THz-TDS for the 
frequency range 0.060 THz to 3.5 THz with a dynamic range higher than 70 
dB. Furthermore, the beam waist is lower than 5 mm [Teraview].  
Note that, although TPS Spectra 3000 has two external headers to 
measure larger samples in transmission or reflection configuration. They 
have not been used for transmission characterization because it is not 
possible to eliminate water vapor and oxygen absorption. Also, the dynamic 
range using those external headers is lower than the level obtained in the 
sample compartment. Note that these external headers are going to be 
used in the reflection scheme which is commented in the next subsection 
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This system provides the capability of characterizing a sample by its 
refractive index, permittivity and absorbance. For the sake of comparison 
with its Teraview software, specifically dedicated software has been 
developed. Note that this software takes into account all the secondary 
reflections (as it is described in Section III.3.2) while the Teraview software 
only characterize the sample using the firs transmitted ray (Section III.3.2).  
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III.4.3.- Reflection System 
As it has been introduced, Teraview TPS Spectra 3000 can measure 
reflection properties of the material using the external headers of the 
equipment.  
In this case, a normal incident reflection system was designed. As 
emitter and detector the Teraview external headers were used. To focus the 
THz beam, some lenses were included in the system. In order to reduce the 
path of the beam a Silicon wafer was included, working as beam splitter. 
The scheme is depicted in Fig. 3.8 
 
 
Fig. 3.8. Scheme of the reflection measuring system 
 
The THz beam is emitted by the external header and goes through 
the first lens until the beam splitter. It divides the beam and the first part 
goes until the sample. In the backward path, when the beam arrives to the 
beam splitter, it is bent on a second lens that focalize the power into the 
detector. 
This system can be used to check the reflection information and also 
to obtain a better characterization of the sample under test. Note that the 
system cannot be purged using nitrogen gas due to the use of the external 
headers, as it has been commented in the previous Section. Furthermore, 
due to the lower dynamic range provided by the external headers, reflection 
system has been not used in this thesis and an ellipsometry system has 
been implemented for reflection measurements.  
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That system measures at only one frequency, thus, the influence of 
the oxygen and water vapor is reduced. Also, it is based on the angle of the 
polarization (descripted below) not in the level of detected power. That is 
why the lower dynamic range takes no influence on the characterization.  
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III.4.4.- Ellipsometric System 
In this case, a null ellipsometry system was design and developed. As 
a source/detector for the system, the TPS Spectra 3000 remote headers are 
used and the working frequency used for the characterization is 1 THz. 
Note that the TPS Spectra 3000 provides a large bandwidth, as a 




Fig. 3.9. Scheme of the ellipsometric measuring system 
 
In order to obtain a focused beam, two lenses focus the power from 
the emitter to the polarizer (or from the last polarizer to the detector) as it is 
depicted in Fig. 3.9. 
Refractive index of the sample can be obtained using this measuring 
system. Note that, as this system works at one single frequency. Thus, the 
influence of water vapor and oxygen of the air is mitigated. 
This ellipsometry is a PSA type (Polarizer-Sample-Analyzer) without 
compensator (C) [Tomp1999]. Some ellipsometry systems (typically null-
ellipsometry systems) use a compensator (for a PCSA type), where the 
compensator introduces a phase difference of ±π/4 between p-wave and s-
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wave (Section III.3.3). Note that a PCSA system is more complex than a 
PSA system, due to Compensator. It is remarkable that this device can be 
eliminated to simplify the system. In this situation, Eq. (3.32) is calculated 
using Eq. (3.33) and Eq. (3.34) instead of using the phase difference (Eq. 
(3.29)) and magnitude ratio (Eq. (3.30)).  
In this case, the compensator has been not included to obtain a 
Rotating Analyzer Ellipsometer (RAE) manually operated (note that a RAE 
system is a PSA null-ellipsometer with a rotating analyzer controlled by a 
computer) [Alva2002].  
It is important to remark that the polarizer angle has been arbitrary 
fixed to 45º. (polarization angle of the THz beam is also 45º) [Tomp2005]. 
This angle determinates four regions where the detected electric field is null 
(see Section III.5.3 for a large explanation of the measuring process). Thus, 
the equations described in [Alva2002] can be used for the characterization.  
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III.5.- Electromagnetic characterization of materials  
In this section, some examples of the electromagnetic 
characterization systems implemented for this thesis are presented.  
Firstly, a THz-TDS for explosive study is presented. In this case, the 
absorbance and the refractive index of the sample are calculated for the 
characterization. The characterized explosives are PETN; TNT, RDX, bullet 
gunpowder and mine gunpowder. Note that the explosives have been 
characterized before, to check previous results and, to extend actual 
databases, after the detonation. It is very important to remark that mine 
gunpowder and detonated explosives have been measured for the first time 
in this dissertation.  
Secondly, a null ellipsometry system is used to obtain the refractive 
index of a Silicon wafer and an ellipsometric characterization of the 
explosives is also presented. 
Finally, THz-TDS system and ellipsometry technique are compared. 
 
III.5.1.- Explosives Characterization  
This thesis aims at complementing the previous referred works 
[Huang2004] [Allis2006] [Liu2006] [Leahy2007a] [Wilk2008] [Allis2008] by 
dealing with the electromagnetic characterization of different explosives by 
the refractive index [Haring2003] and the absorbance [Leahy2007b] in the 
THz range. This study has focused on those explosives commonly used in 
terrorist attacks, and were provided by Spanish National Security Force 
“Guardia Civil”: mine gunpowder, PETN, TNT, RDX and bullet gunpowder. 
In particular, to the best of our knowledge, the mine gunpowder explosive 
has been analyzed for the first time in this thesis.  
These explosives have been selected due to several reasons: RDX is 
one of the most powerful of the military high explosives. It was developed in 
order to obtain an explosive power than TNT and it has been used for 
several terrorist attacks (1993 in Bombay, or al-Qaeda in 1999 in Los 
Angeles). Furthermore it is one of the compounds of the Semtex (explosive 
for general purpose) together with PETN, other of the most powerful high 
explosives known. PETN has also used in terrorist attacks by al-Qaeda 
Measuring Systems 81 
 
(Nigeria, 2009 or Arabian Peninsula 2010). For instance, 400 grams of PETN 
can blast a hole in an aircraft skin.  
The explosive yield of TNT is considered to be the standard measure 
of strength of bombs and other explosives. Thus, it is very important to 
characterize it. Bullet gunpowder has been analyzed because it is very 
common in the bullet industry (police/military or sport context). Finally, the 
selection of mine gunpowder came as a special request from the “Guardia 
Civil” due to the relatively easy availability from any mine. 
 
III.5.1.1- Refractive Index 
In order to characterize the electromagnetic response of the 
compounds, the refractive index of the pellets was measured. (These pellets 
have been manufactured mixing PE and explosive, as described in Section 
III.3.2.1). This value is calculated using an in-house tool (Section III.3.2) 
which uses the TPS Spectra 3000 transmission measurements data. The 
influence of the PE is eliminated using Eq.(3.17). 
The refractive index of all the analyzed explosives presents frequency 
ranges of constant value (see Fig. 3.10), separated by spectral resonances, 
which create absorption peaks (Fig. 3.11a). In average, their refractive index 
is: gun explosive (nGUN=1.6), PETN (nPETN= 1.44), mine gunpowder 
(nMINE=1.55), TNT (nTNT=1.46) and RDX (nRDX=2). Note that the refractive 
index of each explosive is represented until the limit frequency (cutoff 
frequency) where the system sensitivity is reached, i.e. the signal is smaller 
than the noise floor of the system [Jepsen2005]. This procedure will be 
followed in all the results presented along the Section III.5. Note that the 
position of the resonance peaks is independent of the explosive pellet used 
in each case. For the sake of simplicity, only one measurement of each 
explosive has been included in this section. The other results are presented 
in the Appendix A. 
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Fig. 3.10. Refractive index of characterized explosives 
 
III.5.1.2- Absorbance 
Fig. 3.11b shows the absorbance analysis of the different explosives. 
This analysis gives the spectral information about the absorption peaks 
(fingerprint) of each substance and the overall THz spectral behavior (Table 
3.2). In the case of the bullet gunpowder, a very sharp absorption coefficient 
slope leading to very high absorbance value at 1.25 THz can be appreciated 
together with resonance peaks placed at 0.78, 1.03 and 1.15 THz. From 1.2 
THz on, the measured results are neglected due to the loss of signal into 
the receiver, as it has been commented above. 




























Fig. 3.11. (a) Absorption Coefficient and (b) Absorbance of the measured 
explosives 
 
In the case of PETN two clearly resonance frequencies, at 2 and 2.8 
THz can be found. These measured resonance values have already been 
measured in previous works [Palka2010] [Leahy2007b]. There is another 
resonance frequency, described in [Chen2007] and ratified also in this work, 
placed at 2.16 THz.  






























































Fig. 3.12. Absorbance of different quantities of PETN and PE. 
 
However, this resonance frequency cannot be considered as a 
characteristic frequency of the PETN. This peak appears due to the 
inclusion of the PE in the pellet. This is corroborated with the results shown 
in Fig. 3.12. In this figure, the absorbance of pure PE and PE-PETN 
samples of different weight is compared. The resonance peak of the PE-
PETN samples at 2.16 THz is caused by the absorbance response of the 
PE.  
As it can be seen in Fig. 3.12, the resonance peak place at 2.16 THz 
appears in all the graphs, not only in the curves composed by PETN+PE. 
Thus, this resonance peaks is due to the PE not to the PETN. 
For the first time, the mine gunpowder has been spectrally 
characterized at THz frequencies. This explosive exhibits two resonance 
frequencies, at 1.75 and 2.1 THz, as depicted in Fig 3.11b. Note that no 
references exist up to now. RDX presents several absorption peaks at 0.8, 
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1.08, 1.3, 1.55, 1.95 and 2.2 THz as in the results presented in [Chen2007] 
[Palka2010] [Liu2006] [Leahy2007b]. 
On the other hand, the absorbance of the TNT presents a resonance 
peak at 2.1 THz [Leahy2007a]. Furthermore, this explosive has a monotonic 
growth from 1.3 THz to 2.5 THz. 
 
 
Table 3.2.- Resonance Frequencies 
Explosive Resonance Frequencies 
 (THz) 
Bullet gunpowder 0.78; 1.03; 1.15 
PETN 2;2.8 
Mine gunpowder 1.75; 2.1 
TNT 2.1 
RDX 0.8; 1.08; 1.3; 1.55; 1.95; 2.2 
 
The results obtained here are very similar to the resonance frequency 
peaks of the explosives that can be found in the bibliography validating the 
measurements and the corresponding test system.  
 
III.5.2.- Detonated explosives characterization  
Previous section have measured the absorbance and the refractive 
index of different explosives which have been characterized at laboratory 
level, it means, samples of non-detonated explosives. Although non-
detonated explosives characterization is very important to identify the origin 
and type of explosive in counterterrorism fight, a data-base of detonated 
explosive can also be even more very useful in this context. 
This section is focused on the electromagnetic characterization of 
different detonated explosives using Time Domain Spectroscopy in the THz 
range (THz-TDS). It is very important to remark that, to the best of our 
knowledge, this is the first time that a detonated explosive is characterized. 
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Spanish National Security Force “Guardia Civil” together with the Antenna 
Group detonated samples of common explosives, such as PETN, TNT and 
RDX. After the detonation, samples of the exploded compounds have been 
characterized in the laboratory, using the theoretical model presented in this 
thesis (Section III.3.2). 
 
III.5.2.1- Explosive detonation 
Firstly, to prepare the detonations, a plastic box was filled with sand 
for every explosive. Secondly, in each case, a detonator and explosive 
material were placed inside the box (Fig.3.13). Finally, the detonator starts 
the process by an electric excitation and the explosive is detonated. Note 
that explosives were detonated by Guardia Civil experts. 
After the detonation, a sample of the sand burned by the detonated 
explosive was collected into a plastic container. These samples will be 
characterized in laboratories. 
  
(a) (b) 
Fig. 3.13. (a) Sample ready for the detonation and (b) sample detonated. 
 
III.5.2.2- Sample preparation 
Several pellets were prepared to characterize the explosives in the 
TPS Spectra 3000. In this case, 250 mg of PE and 100 mg of explosive 
were mixed to obtain a pellet of 350 mg, following the procedure described 
in Section III.3.2.1. Note that the detonated explosive sample is formed by 
sand and detonated explosive.  
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III.5.2.3- Reference sample  
In addition to sample pellets, a pellet made with 250 mg of PE and 
100 mg of “white sample” was done. The white sample is formed by the 
sand using in the detonations and an exploded detonator. That is why the 
detonator has been used in every explosion as a starter for the detonation. 
Thus, the detonator after the explosion has been characterized and used as 
reference.  
 
Fig. 3.14 Absorbance of the sample made with the exploded detonator and PE 
base 
 
As it is depicted in Fig. 3.14, the reference sample has a significantly 
peak at 0.8 THz. This absorption peak will appear in each characterization 
because the detonator is present in each sample of detonated explosive. 
 
III.5.2.4- Refractive index of detonated explosives  
The refractive index of the detonated explosives has been measured 
as it is descripted in Section III.5.1.1. It presents intervals of constant value 
(see Fig. 3.15). As in the previous case (Section III.5.1.1), they are 
separated by absorption peaks which will be described in the following 
section. In average, their refractive index is: PETN (nPETN= 1.46), TNT 
(nTNT=1.50) and RDX (nRDX=1.55). Note that the refractive indexes of PETN 
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and TNT are very similar to the refractive indexes obtained for non-
detonated PETN and TNT (nPETN= 1.44, nTNT=1.46, see Fig. 3.10). On the 
other hand, the refractive index of RDX presents the large difference 
(detontated nRDX_D=1.55 and non-detonated ,nRDX_ND=2). 
Finally, it is important to remark that the change in the trend due to 
the resonator (placed at 0.8 THz) in the case of the RDX is softer than in the 
other two cases. Thus, the peak of the resonator will be smoother in the 
absorbance of the detonated RDX.  
 
 
Fig. 3.15 Refractive Indexes of the detonated explosives 
 
  



























Measuring Systems 89 
 
III.5.2.5- Absorbance of detonated explosives  




Fig. 3.16 Absorbance of detonated explosives 
 
As it is depicted in Fig. 3.16, the absorption peak due to the detonator 
appears at 0.8 THz in each graph (they are rounded by a black circle). In 
the case of detonated PETN, two resonances (1.45 and 2.15 THz) are 
clearly identified. Note that only peaks that are positioned at the same 
frequencies that trend changes in the refractive index are descripted. This 
procedure has been following for all the explosives. Thus, several minor 
peaks are not considered. 
Detonated TNT exhibits more resonance peaks (1.55, 1.95 and 2.75 
THz). There is also a remarkable zone, near to 2.45 THz where several 
peaks appear. Note that those peaks are placed at the same frequency that 
the trend changes in the refractive index. 
Absorbance peaks of the detonated RDX are placed at 2.4 and 2.5 
THz. Also, several peaks are detected near to 1.2 THz. 
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III.5.2.6- Absorbance comparison  
In Table 3.3, the absorption frequencies of the non-detonated 
(Section III.5.1.2) and detonated explosives are listed. It is important to 
remark that it is supposed that these frequencies are different since the 
chemical reaction during the detonation has transformed the commercial 
explosive into a detonated explosive. As it can be seen in this Table, there 
are appreciable differences in the resonance peaks. Note that the peaks 
placed at 0.8 THz are not listed as they are introduced by the detonator.  
 
Table 3.3.- Main absorption frequencies 
Explosive Commercial Frequencies  Detonated Frequencies  
 (THz) (THz) 
PETN 2;2.8 1.45; 2.15 
TNT 2.1 1.55;1.95; 2.45; 2.75; 
RDX 0.8; 1.08; 1.3; 1.55; 1.95; 
2.2 
1.2; 2.4; 2.5 
   
Note that these absorption frequencies of the detonated explosives 
would allow identifying each explosive. 
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III.5.3.- Silicon characterization by Null Ellipsometry  
These measurements have been achieved in order to characterize 
the null ellipsometry system implemented for this thesis (Fig 3.17), a null 
ellipsometer working at 1 THz [Alva2002] [Hoffmann2006]. This system is 
descripted in Section III.4.4. 
In this case, a silicon wafer has been characterized by the model 
described in Section III.2.3.  
 
 
Fig. 3.17 Photo of the null ellipsometer mounted in the laboratory. 
 
III.5.3.1- Measuring procedure 
Firstly, the angle of incident over the Silicon wafer, a critical 
parameter for an ellipsometry system, has been fixed to 70º. As the system 
is based on TPS Spectra 3000, the angle of incidence has been calculated 
taking into account the diameter of the pellets (13 mm as it is described in 
Section III.3.2). Note than these pellets have a diameter of 13mm, enough 
for THz-TDS, but a slightly small for the ellipsometry system. Due to this fact 
and after some simulations, the incident angle has been fixed to 70º 
(θi=70º).  
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Secondly, the angle of the polarizer (polarizer before the sample) to 
45º (Pi=45º). This angles fixes four zones where the spectrum is expected 
to be nulled [Alva2002]. These zones are presented in Table 3.4.  
Thirsty, the null angles of the analyzer (polarizer after the sample) 
have been founded around 10º (A1=10; A2=8.5º; A3=10.5; A4=9º).  
 
Table 3.4.- Pairs of Ψ and Δ 
Zones Ψ Δ 
1 P1 2  2 
2 P2 2  2 
3 -P3 29  2 
4 -P4 2:  2 
 
Using Eq. (3.33) and Eq. (3.34), four null-pairs have been obtained in 
the zones presented in Table 3.4. Calculated refractive index, using Eq. 
(3.35) is depicted in Fig. 3.18. 
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Fig. 3.18. Calculated refractive index of a Silicon wafer. 
 
As it can be seen, the results are around n=3.5, while the refractive 
index of the silicon is nSI=3.44. Although the system has not achieved an 
exact value, this result can be improved using better positioning system and 
better angular precision.  
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III.5.4.- Explosive Characterization by Null-Ellipsometry  
For the sake of comparison null ellipsometry with THz-TDS, the same 
samples characterized in Section III.5.1 have been measured again. As it 
has been commented, the samples are gunpowder, mine gunpowder, TNT; 
PETN and RDX.  
As in the case of the Silicon wafer characterization, the angle of the 
polarizer is 45º (P=45º) and the angle of incident is %&=70º. Table 3.5 shows 
the obtained results: 
 






Gun explosive 1.6 1.55 
PETN 1.44 1.31 
Mine gunpowder 1.55 1.54 
TNT 1.46 1.39 
RDX 2 1.95 
 
It is important to remark that these results have been obtained as an 
average of four measurements for each case, following the procedure 
descripted in the previously section. 
Note that both results have been compared at 1 THz. Both techniques 
THz-TDS and null ellipsometry provides very similar results.  
Unlike the THz-TDS system, null ellipsometry system can 
characterize thick samples or samples with high attenuation in the THz 
range. Also, if the sample is composed by several layers of different 
materials, this technique allows to measure the refractive index and the 
thickness of each layer [Alva2002]. Note that this characteristic is a future 
development of this system.   
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On the other hand, THz-TDS provide a higher dynamic range (the 
path is shorter and THz radiation is lower attenuated). Also, the 
characterization can be performed in a large bandwidth not at only one 
frequency.  
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III.6.- Conclusions 
In this chapter, several electromagnetic characterization systems and 
the theoretical model followed for their design have been presented. Also, 
the electromagnetic parameters used for the characterization (permittivity, 
refractive index, absorption coefficient and absorbance) have been 
introduced. These systems have been demonstrated be able to characterize 
several materials in the THz, measuring in transmission or reflection 
configuration, by the defined parameters.  
Firstly, a measuring systems based on a network analyzer has been 
implemented. This system characterizes thin samples in the range 0.090 - 
0.500 THz. It measures the scattering parameters and is based on the 
theoretical model for one single interface to obtain the refractive index 
and/or permittivity of the sample (using Fresnel coefficients).  
The second system is a THz-TDS commercial device. It allows 
measuring the absorbance and the refractive index of small samples, 
powder samples or liquid samples, from 0.060 THz to 3.5 THz in 
transmission/reflection configuration (note that each sample has its 
particular theoretical model).  
In order to illustrate an application for this system, an electromagnetic 
characterization (based on the absorbance and the refractive index) of 
several non-detonated explosives (mine gunpowder, PETN, TNT, RDX and 
bullet gunpowder) has been performed. Note that this system allows 
identifying these compounds by its absorbance spectrum. 
Also, the absorbance and the refractive index after the detonation of 
some explosives (PETN; TNT and RDX) have been measured and it 
presents clearly identifiable peaks. These resonances allow distinguishing 
among explosives even after the detonation. Thus, THz-TDS can be used 
for the identification of several compounds in transmission configuration, as 
it has been demonstrated using non-detonated and, for the first time, 
detonated explosives. 
Moreover, a null ellipsometry system has been implemented. This 
system determinates the refractive index of samples based on the state of 
polarization of the detected beam and it uses the external headers of TPS 
Spectra 3000 as emitter and detector. As it has been shown, the 
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implemented system can identify materials in reflection configuration by its 
refractive index.  
Finally, for the sake of comparison, THZ-TDS system and null 
ellipsometry system have measured non-detonated explosives. This system 
allows to obtain the refractive index of the analyzed explosives and the 
results agree with the THz-TDS values. It is possible to conclude that THz-
TDS and the null-ellipsometry system developed for this thesis provide 
similar results. On one hand, null-ellipsometry can obtain the refractive 
index of thin and thick samples at one single frequency. On the other hand, 
THz-TDS provides a large bandwidth and a higher dynamic range for the 
characterization (by the refractive index and absorbance) of thin samples. 









Several applications of the THz systems implemented for this thesis 
are presented in this chapter. First section is related with the imaging 
system and its capabilities for water evolution control for agriculture 
applications. Secondly, a food industry application for unwanted objects 
detection is related. Last section shows a study of explosives focused on 
the manufacturing process and the sensitivity of the system  
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IV.1.- Introduction 
Chapters II and III have described measurement techniques (imaging 
system and characterization systems) implemented for this thesis. In this 
chapter, some studies based on those systems are presented. 
In first section, an agriculture application of the imaging system is 
shown. In this case, the imaging system measures the water content level 
evolution by transmission and reflection images. Note that some samples 
were measured in real time and other samples every 24 hours. Thus, both 
approaches have been compared.  
Secondly, a preliminary study of the THz images focused in the 
detection of unwanted objects (quality control process) is descripted. This 
study tests the viability of the THz radiation for developing a quality control 
system for food industries.  
Thirstily, in order to complete the explosives characterization 
performed in Chapter III, measurements about the study of non-pure 
explosives and the comparison of differently manufactured PETN samples 
have been performed in this Chapter. Furthermore, the sensitivity of the 
measuring system is also analyzed.  
Finally, some conclusions of the THz radiation based on the obtained 




 IV.2.- Applications of THz technology in Agriculture 
In this section, a leaf has been measured in the THz range to study its 
water content level. The imaging system (Chapter II) has obtained images 
of the leaf in transmission and reflection configuration and an average value 
of the achieved power in each case has been performed in order to 
determine the water content of the leaf.  Note that two types of analysis 
have been performed (each 24 hours and every minute) using both 
techniques. 
 
IV.2.1.- Study of water evolution for agriculture application  
In this case, the performances of a reflection system for water control 
monitoring are analyzed. In particular, the feasibility study of a single pixel 
sensing system to measure the water content of a plant by THz inspection 
of the leaves in reflection mode is presented. For the first time and as a 
difference with previous works, such as [Hadjiloucas2002] [Zhang2008], 
reflection measurements are used, which from a practical point of view, lead 
to simplified sensor system (with non-destructive, non-invasive and real-
time properties). As a first step towards the design of this sensor, 
transmission and reflection images in the range of 0.140 to 0.220 THz have 
been obtained in the frequency domain, using a network analyzer as 
emitter/detector. Note that an extended analysis of this study for a 
broadband frequency range is provided in Appendix B. In this Section and 
after the results presented in Appendix B, the selected operational 
frequency is f=0.215 THz. These results show the viability of the reflection 
systems and their advantages versus transmission configurations to 
characterize water content distribution inside the leaf. 
Thus, a leaf was cut and placed in the imaging system during three 
days. Fig. 4.1 presents a photo of the leaf on the first day (day of cutting) 
and 48 hours later. Note that there is difficult to appreciate any difference in 
visible spectrum about water level content. 
 




Fig. 4.1. (a) Photo of the leaf the day of cutting and (b) 48 hours later  
 
IV.2.1.1.- Characterization of the water content in transmission 
Transmission images (f=0.215 THz) at different times (t0, t0+24h and 
t0+48h) were taken over the same sample. The obtained results are 
presented in this Section.  
Those results can be seen in Fig 4.2. For the sake of comparison the 
imaging results, the images were post processed in order to quantify the 
drying evolution process. The average of the power transmission through 
the leaf was calculated. The values obtained for each image are 










Fig. 4.2. (a) THz image in transmission of the first day, t0 (b) THz image 24 
hours later, t0+24 hours. (c) THz image 48 hours after the day of cutting, t0+48 
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Transmission images at 0.215 THz show differences in water content (as 
it can be seen in Table 4.1), due to the transmitted signal level dependence 
with the water content. A high level of water content is related with a low 
transmission, i.e. green color in the image (larger attenuation due to the 
water contain and reflection produced by a high permittivity) and a low value 
in Table 4.1. The transmission level has been duplicated in only two days as 
it is identified by a higher value of the average power (Table 4.1). It can be 
observed that the amount of transmitted power is increased in a lineal way 
(from 0.332 to 0.498 and from 0.498 to 0.667). This variation is not possible 
to identify in the visible image (Fig. 4.1), but it is characterized and 
quantified at the THz range (Fig. 4.2 and Table 4.1). The reduction of water 
content level is translated in an increase in the transmission level. Note that 
all the values in Table 4.1 are below 1, as they are normalized.  
 
IV.2.1.2.- Characterization of the water content in reflection  
In this case, the reflected power and the corresponding phase (f=0.215 
THz) are recorded with the Transmission/Reception Module. The set-up is 
simpler than in the transmission case (there is only one pair of lenses and 
one OML extender) and will be in line with a future sensor. As in the case of 
the previous subsection, this parameter will be directly dependent of the 
amount of water in the leaf. The images obtained with this method are 
represented in Fig 4.3. Results of the averaging post process of the 











In this case, a small value of S11 in Fig. 4.3 (darker area) can be linked to 
a low level of water content in the leaf. As it has been commented in 
Chapter II, if the leaf has a high water content level, the permittivity will be 
higher and the reflected electromagnetic power will be larger (S11 magnitude 
will be higher). For the first studied case, image at t0, the leaf shows an 
averaged reflection level of 0.215. This value is reduced in the next cases, 
t0+24 and t0+48 (see Table 4.2). After 24 hours, the values have been 
reduced close to the half, meanwhile after 48 hours the values are three 
times smaller.  
From the transmission and reflection results depicted in Table 4.1 and 
4.2, and assuming small scattering due to the relatively long wavelength 
used, the average absorption values, included in Table 4.3, can be inferred. 
The absorbed power decreases as a function of time once the leaf has been 
cut. The absorption due to the water content at the leaf moves from 45% to 
25% (almost half the initial value) in 48 hours. 
 















Fig. 4.3 (a) THz image in reflection of the first day (b) THz image 24 hours later. 














































IV.2.2.- Water content evolution by control points 
IV.2.2.1.- Analysis of the water content evolution from imaging 
results 
Time evolution of the water content in different areas of the leaf has 
been analyzed. Three sample points were selected (see Fig. 4.4). The first 
one was placed out of the leaf and represents the reference value. As 
expected, the level of this line does not exhibit changes with time. The leaf 
stack was selected as the second zone. The third part was chosen near the 
border of the leaf. In Fig. 4.5 and Fig. 4.6, three lines representing the 
evolution of the reflection and transmission of these three sample regions 
are depicted.  
Regarding reflection values, the results are presented in Fig. 4.5. The 
solid line in Fig. 4.5 is the reference value, taken in an area where there is 
no leaf. It has a low value (-25 dB approximately) and its variation is 
negligible. 
The dotted line (sample zone 2) corresponds with the leaf stack. This 
is the point of the leaf with the highest water content and the last to be dried. 
Therefore it exhibits the highest value of reflected power. The received 
power decreased along the time, due to the drying process. In this case, an 
overall reduction in the reflected power of 82% is obtained (In Fig.4.5 it is 
represented by -9dB of difference). Note also that the drying process is not 
lineal, being less pronounced with time evolution.  
The dashed line (sample area 3) exhibits a similar behavior than the 
previous case. At the beginning, its level is lower than in the leaf stack, and 
after 48 hours, it is 2.5 times higher than the reference. It is clear that the 
drying process is faster in the leaf border than in the leaf stack. In this case, 
the measured reduction in the reflected power is 92%. 
Note that a large analysis has been performed in Appendix B to 
validate this method and the frequency selection.  
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Fig. 4.4. Characterization areas for results depicted in Fig. 4.5 and Fig.4.6. 
1.- Sample Control. 2.-Leave stack. 3.- Leave border 
 
 
Fig. 4.5. Water evolution of the reflected signal in the points indicated in Fig. 
4.9 at f=0.215 THz. 
 
From the sake of comparison, the transmission results are also shown, 
see Fig. 4.6. Similar results to those corresponding to the reflection case 
have been obtained. The reference area (point 1) does not show any 
variation with time. In the case of the leaf stack, dotted line, there is a 
change of transmission due to the water content reduction. In the plot, the 
higher water content corresponds to a low level of received power (13 dB 
































which means 20 times lower than the control value). After 48 hours of study, 
the level of transmitted power was increased. It means that the absorption 
due to the water content in the leaf stack is lower as the leaf is drying. The 
final value, compared with the control point, is 5 times lower.  
The dashed line (point 3) is related with a point placed at the border of the 
leaf. In this case, the water content is lower than in the leaf stack case, as 
shown by the higher transmission value. In particular, the difference of 
levels is close to 7dB, which means a relative difference between points of 
80%.  
In this case, the received power level tends to the value of the reference 
when time is progressing, which means that the remaining water is very low. 
Meanwhile, the leaf stack still keeps considerable amount of water, as its 
level of reflected power is 8dB lower than the reference (control point). It 
means that leaf stack has a water content level more than 5 times higher 
than the border of the leaf. 
 
 
Fig. 4.6. Water evolution of the transmitted signal in the points indicated in 
Fig. 4.9 at f=0.215 THz. 
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IV.2.2.2.- Water content evolution from continuous 
measurements along time 
 
In previous section, an analysis of the water content absorption (from 
imaging results) has been performed every 24 hours. This Section presents 
a real-time analysis of the water content evolution. In this study, S21 and 
S11-time domain parameters were measured each minute during two days. 
Unlike the results presented in the preceding section, only one point has 
been monitored in this case. This point was selected in the border of the leaf 
because of, as it has been demonstrated in Section IV.2.1.1, border area is 
the most sensible part to water variation.  
 
 
Fig. 4.7. Time evolution of the power reflected by a sample point placed in 
the leaf border at f=0.215 THz. 
 
 
In this case, the time evolution of the reflected power by the leaf at 0.215 
THz is depicted in Fig. 4.7. Note that in this case, the parameter S11 in 
frequency domain has been measured. During the first hours the leaf still 
keep stable its water content. Afterwards the drying process is evident; 24 
hours later, the leaf reflects 60% less power (4dB less reflected power). In 























the next hours, this reflected power continues clearly its reduction. As 
previously mentioned, this decreasing in the value of the reflected power is 
due to the change in the permittivity of the leaf caused by the reduction in its 
water level content.  
 
 
Fig. 4.8. Time evolution of the power transmitted through a sample point placed 
in the leaf border at f=0.215 THz. Note that this point is the same point 
measured for Fig.4.7 
 
For the sake of comparison, the S21 parameter at 0.215 THz is 
depicted in Fig. 4.8. As can be seen, transmission power duplicates (in 
linear scale) its value in 24 hours (more than 3dB larger power received). 
Note that this tendency coincides with the results shown in Fig. 4.6 although 
there is a small discrepancy. Comparing both figures (Fig 4.6 and Fig. 4.8) 
can be determined that in Fig 4.6, the transmitted power measured in the 
leaf border starts around -7 dB while in Fig 4.8, it starts in -9 dB. This 
difference of 2 dB comes from the position of the monitored leaf point at the 
border used for this experiment.  
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IV.3.- Quality Control in Food Industry 
Water content study related before can be used in the food industry, for a 
non-destructive, non-invasive testing and one-by-one control of the cured 
process (quality control). Thus, the viability to of THz radiation to detect 
potentially harmful objects inside the food product (such as plastic parts or 
metal objects) is shown in this section. This study is focused on the 
detection of those objects inside the sample (Section II.5.2,).  
The system (Section II.4.1) allows detecting defects or unwanted 
elements in the object under test. Some images of a Spanish sausage 
(“chorizo”) which has been prepared with unwanted objects are presented.  
Firstly, two glass fragments (objects 1 and 2) and a metal piece 
(object 3) were introduced in a Chorizo slice and a THz transmission image 




Fig. 4.9. (a) Visible image of the chorizo slice and (b) THz transmission image 
of the same slice at f=0.200 THz. 
 
It is possible to detect the three elements inside the sample by the 
difference observed in the transmitted power level. (Those items present a 
level around -17 dB while the level in the rest of the sample is -5 dB). This 
power difference allows detecting unwanted objects and differentiating them 










































from the sample, but it is not possible to identify the items (note that one of 
them is a metal ring and the other two are glass fragments and they present 
a similar power level).  
There are also small zones of the sample which have a power level 
around -14 dB (rounded with a black circle). Although there are 3 dB of 
difference, it is necessary to improve the detection capability of the system 
in order to detect objects unambiguously. 
Due to these considerations, instead of taking transmission images 
which are attenuated due to the water content of the sample slice, reflection 
images were achieved. This technique has been used to obtain more 
significant differences between the objects (these differences will appear in 
the reflected power level). Some of them that have been placed in the 
sample: metal pieces, glass fragments, paper scraps or plastic parts. Note 
that these items simulate objects that could be found in a food production 
chain. In Table 4.4, the kind of material and the size of each item placed in 
the slice of chorizo have been listed.  
 
Table 4.4. Unwanted objects  
Item Material Size (mm2) 
1 Paper 2x2 
2 Plastic 4x4 
3 Metal 2x2 
4 Metal 6x8 
5 Glass 3x6 
6 Glass 3x15 
  





Fig. 4.10. Visible image of the chorizo slice (a) and THz reflection image of the 
same slice (b) at f=0. 200 THz. 
 
As it is depicted in Fig. 4.10, these small objects can be detected by 
THz image inspection (f=0.200 THz). For several applications, like in food 
industry, this detection can be enough: it is better to have a false positive 
(an element has been detected but it is not an unwanted object) than a false 
negative error (an item object has been not detected). On the other hand, it 
is necessary to remark that too many false positive errors can make that the 
system reject samples in good conditions.  
However, due to the difference power level achieved at the detector, it 
is also possible to differentiate the type of the objects. As it has been 
commented in Chapter II, a piece of metal in reflection measurements 
appears as a maximum in the S11 parameter (the metal reflects the power). 
In this case two objects appear with high value in Fig. 4.10, number 3 (-3 
dB) and number 4 (-3.5 dB). On one hand, object number 4 is detected by 
the THz system (see Fig 4.10b). On the other, object number 3, due to its 
small size, generates some doubts. It can be an unwanted object or can be 
a part of the sample. Thus, only one item (object 4) can be identified as a 
metal piece. On the other case (object 3), the system does not have enough 
resolution to detect the metal piece without doubts. 

















































Secondly, glass fragments present similar levels of power (5 and 6) 
but they cannot be detected. In this case, differences cannot be found 
between them and the sample slice (for the case of metal pieces, the 
differences are around 2 dB while in this case; the difference is lower than 1 
dB). On the other hand, both glass fragments have been detected in Fig. 
4.9, Thus, the fragments (5 and 6) of this case are too thigh (the resolution 
achieve, 2 mm for this frequency range, is not enough) to detect them. 
Finally, items 1 and 2 have been not detected because the reflected power 
achieved is very similar to the reflected power by the sample.  
As it has been shown in this section, THz images allow to detect 
objects either in transmission or reflection configuration. On the other hand, 
some problems have been identified.  
The characteristics of the sample (absorption or water content) can 
affect to the measurements. In this case, in Fig 4.9 some zones (black 
circle) present a transmitted power level analogous to the elements under 
tests. Also, in Fig. 4.10 (black circle) are zones with a reflection level similar 
to the items allocated inside the sample. In both cases, it can generate a 
mistake in the detection system  
Secondly, the resolution of the system is a critical parameter to detect 
objects, as it has been measured in the case of metal parts (Fig 4.10) and 
also, it is commented in Chapter II. In this case, it is very important to define 
the minimum resolution allowed in the system.  
Thus, the combination of both techniques, transmission and reflection 
configuration could be a solution in order to obtain better images of the 
sample. Furthermore, as a function of the characteristics of the sample, a 
preliminary study (similar to that one) can determinate the operational 
frequency, the minimum resolution allowed and the best configuration for 
the final imaging system. In addition to that combination, a post-processing 
of the images can be implemented using computing tools in order to 
improve the detection capability of the THz system.  
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IV.4.- Explosives Characterization 
In Section III.5, the refractive index and the absorbance of several 
explosives have been presented. In this section, first mixtures of explosives 
with additives have been analyzed and novel results (the characterization of 
the mine gunpowder [Etayo2013] and the absorbance spectrum of 
detonated explosives) have been obtained. This way the sensitivity in terms 
of the minimum explosive quantity required to detect it has been determined 
for the system TPS Spectra 3000. Besides, differences in terms of 
absorbance between pure explosives and explosives with additives 
(compounds added to stabilize the final product) have been measured.  
As second point, for the first time, the influence of the manufacturing 
process used to make PETN has also been characterized by comparing the 
spectral properties of commercial versus home-made explosive. This result 
is considered very relevant for the Spanish National Security Forces in order 
to contribute to the identification of the explosive origin in counterterrorist 
investigations. Finally, a mixture of different explosive has been measured 
to check the capabilities of the system (TPS Spectra 3000, Section III.4.2) to 
determinate the spectral performances of a sample composed by two 
different explosives. 
Several pellets were prepared and measured as it is described in 
Section III.2.3. With that theoretical model, the electromagnetic 
characteristics of the explosives were obtained. Note that all the samples 
have been prepared as Section III.3.2.1 describes. Furthermore, they have 
been measured using the TPS Spectra 3000 (Section III.4.2).  
 
IV.4.1.- Spectral analysis of RDX with additives 
In this analysis, the spectral influence of resins, coatings and 
additives added during the explosive manufacturing was studied. Commonly 
pure explosives are only available for industry, not for commercial use. 
Commercial explosives, though, are mixed with additional compounds to 
obtain the final product. For this evaluation, two samples of RDX were 
studied. The first one is an industrial sample of pure RDX, without any 
additives. The second one is a sample of RDX with the additives included to 
stabilize it and to reduce risks during handling and storage of the explosive. 
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Both explosives have been provided by “Guardia Civil” and the company 
MAXAM. This explosive was selected due to the fact that it is the one 
exhibiting more resonance peaks and any change produced by the use of 
additives can be easily reflected in its spectral behavior. 
In Fig. 4.11, the spectral absorbance of the two samples is presented. 
The measured spectral resonance peaks appear at 0.8, 1.08, 1.3, 1.55, 1.95 
and 2.2 THz in both cases, demonstrating the limited influence of the 
additives. Furthermore, in order to check the veracity of these results, a new 
set of measurements were performed using pellets with different quantities 
of explosive, decreasing from 100 mg to 50 mg. The amplitude of the 
absorbance peaks decreases along with the quantity of RDX, although the 
resonance frequencies are the same in both cases. Note that these pellets 
have always the same overall weight (350 mg), i.e., for example, 50 mg of 




Fig. 4.11. Comparison between the absorbance of two types of RDX: Pure 
RDX and RDX with additives 
 
 
























RDX with additives 100mg
RDX with additives 50mg
PE
118 New Developments in THz Field for Imaging Applications 
  
IV.4.2- Spectral analysis of mixed explosives  
This analysis was focused in finding out the capability of 
distinguishing between two different explosives mixed in one pellet. In this 
experimental study, an explosive composed by PETN and RDX was 
characterized. The pellet was manufactured using 175 mg of PETN and the 
same quantity of RDX. These values were chosen in order to have a final 
pellet of the same weight that in the previously analyzed cases. The results 
are presented in Fig. 4.12.  
 
 
Fig. 4.12. Absorbance of a pellet made with RDX and PETN 
 
 
The “RDSvsPETN” line corresponds to the mixed pellet, and it 
presents resonance peaks at 0.8, 1.08, 1.3, 1.55, 2, 2.2 and 2.8 THz. The 
“PETN 50mg” line shows the spectral response of PETN and the “RDX 
50mg” line the RDX case. The peaks are placed at the same frequencies 
that the absorbance peak of the pure PETN (2 and 2.8 THz) and pure RDX 
(0.8, 1.08, 1.3, 1.55, 1.95, 2.2 THz).  
Note that some peaks of the PETN (2 THz) are located very close to 
some peaks of the RDX (1.95 and 2.2 THz). As a consequence, the 
resonance peaks of the mixed pellet can be not as clear as the case of pure 
explosive (PETN or RDX).  





























IV.4.3- Spectral analysis of the manufacturing process 
In the previous subsection, the influence of the additives used in the 
manufacturing process of a commercial explosive was studied. In this case, 
the samples under study were fabricated using two different processes. The 
first sample is a commercial PETN provided directly by the “Guardia Civil”. 
The second one corresponds to home-made PETN provided also by 
“Guardia Civil”. This explosive was selected due to the fact that it is the only 
one from the studied ones that can be manufactured by mixing different 
products bought in a drugstore. 
Furthermore, as an extra experimental analysis, pellets with different 
amounts of explosive for both cases (commercial and home-made) were 
manufactured. The aim was to determine both the spectral difference 
between both compounds and the sensitivity of the measurement set-up. 
From Fig. 4.13 it can be concluded that  the resonance peak at 2 THz 
has a higher absorbance value in the case of home-made PETN that in the 
case of commercial PETN for all the pellets independently of the amount of 
explosive. Some differences can be appreciated at 2.8 THz. At this 
frequency, the pellet with 100 mg of commercial PETN presents a higher 
absorbance than home-made PETN. This difference is supposed to be 
caused due to the different additives used in each process.  
  







Fig. 4.13. Comparison between the absorbance of two different types of PETN: 
(a) Home-made PETN and (b) Commercial PETN 
 
 



























































IV.4.4- Sensitivity of the measuring system 
Taking advantage of the study performed in previous sections, some 
conclusions about the sensitivity of the system (TPS Spectra 3000), in terms 
of the minimum amount of explosive that can be detected, can be extracted. 
It is important to note that this sensitivity will be very dependent on the 
operational frequency (corresponding with the resonance frequencies for 
each explosive) and it will be obtained only for this measuring system, but it 
is possible to draw some guidelines for the case of PETN when the 
absorbance at the two characteristic frequencies (2 and 2.8 THz) are plotted 
versus the explosive quantity (from 5 mg to 100 mg). Fig. 4.14 shows these 
results.  
For the sake of comparison the PE absorbance has also been 
represented. This value fixes the minimum sensitivity of the pellet due to the 
used mixture (PETN+PE). Therefore, for amounts of PETN larger than 10 
mg the absorbance peak (it has been characterized in Section III.5.1.2) can 
be identified. On the other hand, the resonance peak at 2.8 THz needs a 
smaller quantity of PETN explosive to be detected (> 5 mg). 
 
 
Fig. 4.14. Evolution of the absorbance of a PETN pellet as a function of the 
explosive concentration 
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Furthermore, it is also important to find out whether 10 mg of 
explosive is the limit of the system sensitivity or, on the contrary, this limit is 
due to the current concentration of explosive (10 mg over 350 mg total) 
used in the pellet.  
In order to find it out, some extra measurements were carried out. In 
the next plot (Fig. 4.15) the sensitivity analysis of the system as a function of 
the weight of the pellet is represented. In this case, several pellets have 
been measured. For each pellet, the quantity of PETN included was fixed to 
10mg and the quantity of PE added was that necessary to form pellets from 
300 to 700 mg (in steps of 100 mg). With this variation of weight in each 
pellet, the influence of the explosive concentration can be checked. For the 
sake of comparison, the absorbance response of PE at 2 THz and 2.8 THz 
is also shown. Note that the weight of PE pellets also vary from 300 to 700 
mg in steps of 100 mg. In all cases the 10 mg are distinguishable.  
 
 
Fig. 4.15. Absorbance of 10 mg of PETN versus the weight of the pellet for 
the resonant frequencies 2 and 2.8 THz 
 
 























PE at 2 THz
PE at 2.8 THz
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As conclusion, the system exhibits enough dynamic range for all the 
pellet concentrations at both resonance frequencies. Therefore, the 
sensitivity of this system for the PETN explosive can be set to 10 mg.  
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IV.5.- Conclusions 
In this chapter, the viability of the use of THz radiation for several 
applications has been demonstrated. As it has been shown, several 
samples (such as leaves, food samples or explosives) have been measured 
in the THz frequency range for future applications.  
The obtained imaging results with an active sub-millimeter wave detection 
system confirm the possibility of developing water content sub-mm wave 
sensors based on the reflection properties of the leaves. These sensors will 
become an alternative technique for real time water control monitoring and 
will improve the quality control for instance in the viticulture industry. 
THz wave high resolution images have been taken using transmission 
and reflection parameters at 0.215 THz. In these images, the distribution of 
water content inside the leaf, related with the power level in the detector, 
has been observed. As a matter of fact variations close to 50% of the 
reflected power during a 48 hours analysis have been measured.  
THz characterization of water content level evolution has demonstrated a 
very useful method for irrigation control in agriculture. It provides a simple, 
real-time technique, able to measure differences that are not detected by 
optical inspection of the plant. 
Also, the possibilities of the imaging system for quality control in food 
industry have been demonstrated, as the system is able to detect unwanted 
objects such as metal pieces or glass fragments. On the other hand, the 
proposed system has to be improved as the characteristics of the sample 
generate some false positive errors.  
Finally, as it has been probed in the examples presented, the purity of the 
sample or the manufacturing process can be studied using THz radiation. 
Furthermore, the sensitivity of the system used for the measurements (TPS 





FZPL SPIRAL ANTENNA: 
DESIGN OF A DUAL BAND 
ANTENNA BASED ON 
FRESNEL THEORY  
 
An integrated dual band detector intended to be used as a front-end 
for imaging applications and working at THz and IR frequencies is described 
in this chapter. The proposed configuration implements a spiral antenna 
working at sub-millimeter wave frequencies which design is based on 
Fresnel Zones theory. At the same time, this spiral antenna is used as 
Fresnel lens to focus IR power (12 µm) into an IR detector.   
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V.1.-Introduction 
As it has been presented in the introduction (Chapter I), the situation 
of the THz in between the microwaves and the infrared allows to join the 
applications available in both frequency ranges. With the aim of proposing a 
detector for a THz imaging system a dual-band system is presented.  
The device designed is configured for detecting in the THz range and 
also it works in the far-infrared (IR) wavelengths. A detector that can work 
simultaneously at those ranges would be very useful to take images (THz 
image and IR image), at the same time and saving measuring time. The 
combination of those images provides complementary information on the 
imaging object [deMaagt2006].  
Instead of design a dual-band single antenna (the antenna and the 
detector work at two different frequency ranges), a dual-band device (with 
two different detectors) based on microwave techniques has been chosen. 
In this case, the detector for the submillimeter wave frequency range will be 
a spiral antenna designed for direct detection (homodyne detector). This 
type of antenna has been selected because its shape is very similar to a 
Fresnel Zone Plate Lens (FZPL) which allows focusing the IR power into the 
detector. Combining both characteristics, the spiral antenna and the FZPL, 
a dual-band detector will be obtained.  
This chapter is structured as follows. Section II presents a short 
introduction about Fresnel Zones and Section III about spiral antennas. The 
design and performances of each frequency range (THz and IR) are 
described in Section IV. Section V explains the manufacturing process while 
Section VI summits the final characterization of the spiral antenna. Finally, 
some conclusions about the dual band detector based on FZPL are 
commented in Section VII. 
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V.2.- Classical Fresnel Zones 
The Fresnel Zones concept was originated in the early XIX Century, 
by Augustin Fresnel [Fresnel1866], based on Huygens previous work 
[Huygens1690] and takes into account the space and time periodicity of light 
waves (electromagnetic waves). Fresnel was interested in the diffraction 
and interference of the electromagnetic waves as he used a geometrical 
construction of zones to solve the Huygens-Fresnel integral [Guenter1990].  
These zones, known as Fresnel Zones, can be applied for differently 
shaped surfaces [Hristov2000] [Minim 2004]. A Fresnel zone is one of the 
(theoretically infinite number) concentric ellipsoids which define volumes in 
the radiation pattern of a (usually) circular aperture. Fresnel zones result 
from diffraction by the circular aperture [ITS1996].  
These ellipsoids are represented in a two-dimensional planar 
structure by concentric rings, as it is shown in Fig. 5.1. Using this planar 
surface, a Fresnel Zone Plate Lens (FZPL) can be implemented. The FZPL 
is a planar structure which focus the power as a three-dimension lens. To 
focus the power, some considerations about the phase of the 
electromagnetic beam through the structure have to be taken into account. 
 
 
Fig. 5.1. Schematic of the Fresnel Zones [Minin2010]  
 
The phase of the wave on the surface determinates the Fresnel 
Zones and it can be calculated using rays theory. As it is depicted in Fig. 
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Source, S, and point O, Fig 5.1) and SA rays (segment between Point 
Source, S, and point A, Fig 5.1) and the radius rA (the radius from O to A). 
The electrical path difference between SA and SO is the phase at point A. 
As the wave source is spherical, all rays from the source (S) to the surface 
have the same path difference if the radii from O are constant. These circles 
of constant radius and centered in O, fix the constant phase zones. 
Taking these considerations into account, the phase at an arbitrary 
point on the surface, point A; is determined by: 
 
  
∆     	
  
   
 (5.1) 
  
  2∆  
 (5.2) 
 
Where  is the distance SO,  is the distance SA, 	 is the radius 
from O to A and ∆ is the difference in path lengths between SO and SA.  
is the phase and  is the wavelength in the free space [Minin2010]. 
It is possible to define sub-zones where the phase difference between 
them is less than 360º [Hristov2000] [Minin2004]. It is common to break the 
360º phase range in half so that each sub-zone covers 180º. It means that 
the contribution of the power of each odd zone has a phase difference of 
180º from the even zone.   
If this destructive interaction is eliminated, i.e. covering the even 
zones with metal to avoid transmission through them, a gain at the focus 
point (focus gain) can be obtained, as the structure is working as a lens 
(Fig. 5.2). This structure is called Fresnel Zone Plate Lens (FZPL). Note that 
similar results can be achieved if the odd zones are blocked. 
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Fig. 5.2. Focalization of a Fresnel Zone Plate Lens [Attwood1999] 
 
V.2.1.- Circular Fresnel Zones 
The structure described previously is named as a circular Fresnel 
zone plate (CFZP). It consists of concentrically ring zones (in this case, 
even zones are blocked, odd zones are transparent) and works as a lens 
(Fig. 5.2). Note that the rings cover the subzones with a phase difference of 
180º respect the unblocked zones [Guo2010]. 
When a plane wave is incident on a Fresnel lens, each point in a 
transparent zone acts as a secondary source (Huygens’s diffraction 
principle). This secondary source emits a spherical wave. If the radiation 
from all the transparent zones arrives in phase within /2 range at the 
focal point, there will be constructive interference. This requires that the 
distance from the focal point to the edge of successive zones be integral 
multiples of the wavelength, as it is descripted by the following equation: 
 
  
    2  
 (5.3) 
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Where  is the distance from the focal point to the m-th zone 
boundary,  is the focal length and  is the wavelength. The radius   of 
the m-th Fresnel Zone is given by: 
  
  2 1  4 
 (5.4) 
Once the Fresnel Zones have been calculated, they can be optimized 
in order to obtain a higher gain. Instead of blocking some zones, several 
changes (profiles) can be designed for phase-correction (see Fig. 5.3). 
These profiles eliminate the contribution of the blocked zones (profiles (a) or 
(b)) or added it to the total re-radiated power (profile (c)) changing the phase 
difference [Collings2008]. 
Although symmetry (Eq. (5.1) and Eq. (5.2)) defines the Fresnel 
Zones as circular, for some applications it could be useful to have 
rectangular or square FZPLs. For example, square FZPLs are better suited 
to design an array of rectangular pixels. Also, they are easier to design, as 
the transitions between two Fresnel Zones are easier using square pads 
than spiral pads. An approximation used for change from a circular FZPL to 








Where m is the Fresnel Zone index, d0 is the focal length,  is the 
wavelength at working frequency, n is the refractive index of the substrate 
and  is the half side of the adapted square FZ.  
 
FZPL Spiral Antenna 131 
 
 
Fig. 5.3. Left images shows a Fresnel Zone with (a)the odd zones blocked, (b) 
even zones blocked and (c) phase-correction profile [Collings2008] 
 
V.3.- Spiral Antenna 
A spiral antenna is shaped as a two-arm (or more) spiral 
[Johnson1961] and they were first described in 1956 [William1976]. Spiral 
antennas belong to the class of frequency independent antennas which 
operate over a wide range of frequencies due to polarization, radiation 
pattern and impedance of such antennas remain unchanged over large 
bandwidth [Mayes1992]. 
These antennas are inherently circularly polarized, due to the turns of 
the arms and present low gain (although arrays of spiral antennas can be 
used to increase the gain). Furthermore, spiral antennas are reduced size 
antennas with its windings making it an extremely small structure and they 
are classified into different types (see Fig. 5.4); such as Archimedean spiral 
(which is the most popular configuration and it is shown in Fig. 5.4a), square 
spiral (Fig. 5.4b), log-periodic spiral (Fig. 5.4c) or equiangular spiral (Fig. 
5.4d)  








Fig. 5.4. Several shapes of spiral antennas: (a) Archimedean, (b) square, 
(c) log-periodic and (d) equiangular [CST]. 
 
Taking into account some of the schemes presented in Fig. 5.4, the 
shape of an Archimedean spiral antenna is very similar to a Fresnel Zone 
Plate Antenna. Thus, it is possible to modify the FZPL with the double 
purpose of detecting THz radiation (as a spiral antenna) and focusing the IR 
radiation (as a FZPL). 
Note that due to this modification, the FZPL will provide lower focus 
gain as some blocked zones will be connected. Also, the spiral antenna will 
have lower gain and worse matching as the spacing between the arms of 
the spiral is fixed by FZ theory. On the other hand, this device (FZPL 
transforming into a spiral antenna) will comply with both characteristics: it 
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the Si substrate is designed to operate at sub-millimeter wave frequencies, 
in particular around 450 GHz [Brown2006]. This antenna results from a 
conversion of an ideal FZPL to a quasi-spiral antenna. As FZPL, it focuses, 
at the same time, the incoming IR radiation into the IR detector, which is 
placed at the bottom of the Si substrate, as depicted in Fig. 5.5.  
 
V.4.3.- Study of the Fresnel Zone Plate Lens 
The radii of the Fresnel zones used for FZPL design are calculated 
using Eq.(5.6). They depend on the wavelength, the material used as 
substrate and the focal distance.  
  




where rm is the radius of the m-Fresnel Zone, m, the Fresnel Zone 
index, d0 is the focal distance, λ0 is the wavelength at working frequency 
and n is the refractive index of the substrate, in this case silicon. The 
obtained circular Fresnel zones are shown in Fig. 5.6. 
The circular rings of the Fresnel lens must be transformed into a 
quasi-spiral in order to act as sub-mm wave antenna. This must be done by 
connecting adjacent rings. These connecting sections degrade its 
performance as antenna, and therefore, the use of a square FZ lens seems 
to be more suited for the final design. 
Therefore an approximation to square FZ was carried out using Eq. 
(5.7) 
  
   √2  
 (5.7) 
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where rm is the radius of the circular FZ and xm is half length of the 
adapted square FZ. The shape of the square FZs obtained by Eq. (5.7) are 
depicted in Fig. 5.7. 
 
 
Fig. 5.6. Circular Fresnel Zones (16 FZ are shown) 
 
On the other hand, it is important to point out that a Schottky diode 
will be used as sub-mm wave detector. Therefore, its size will impose a size 
condition in the implementation of the FZPL. In fact, the size of the first 
Fresnel Zone has to be at least 100 x100 µm2 (for a circular area larger than 
10000 µm2, r1> 57 µm) in order to have enough space to place a Virginia 
Diode Inc. (VDI) [VDI] diode in the central point of the square spiral antenna 
(see Fig. 5.7). Taking this into account the Fresnel lens is designed for an 
ideal focal distance of 1000 µm using Eq. (5.6). Note that for d0=1000 µm, 
the radius of the first Fresnel zone is r1=59.2 µm which is larger than 57 µm, 
as required. Finally, using Eq. (5.7) to calculate the size of the square 
Fresnel Zone, a value of x1= 52.5 µm is obtained. The relationship between 
the values to the ideal radius of the FZ and the ones of the square zones 
are presented in Table 5.1. The latter ones will be used to design the 
Fresnel Zone Plate sub-mm wave antenna. 
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Fig. 5.7. Square Fresnel Zones and (1) the blue zone represents the area for 
diode placing 
 
The values corresponding with the ideal radius of the FZ and the 
calculated side of the square zones are presented in Table 5.1. These 
square Fresnel Zones are used to develop the Fresnel Zone Plate Antenna. 
Note that the metal rings used for the implementation of the FZPL are 
obtained subtracting to the n-th even zones the previous odd zone (zone n-
1). Thus, the external radius of each metal FZ corresponds with the radius 
of the even zones and the inner radius is given by the odd zones. Following 
this procedure, the minimum spacing obtained is 6.7 µm and the maximum 
spacing is 21.7 µm. 
Due to the use of a finite number of FZ and the square shape of the 
spiral sub-mm wave antenna, both its focusing performances as IR lens and 
its radiation properties at sub-mm wave frequencies will be affected. 
Simulation results and theoretical expression [Mao2009] [Sato2011] show 
that sharp corners (bends) have more influence than smooth circular paths 
on the propagation of electromagnetic fields due to reflections caused by 
the change in the characteristic impedance that they introduce. On the other 
hand, smooth circular paths do not introduce this change, and therefore, the 
transformation from circular to square FZ affects the performances of the 
FZPL working as submillimeter-wave antenna. These effects will be 
analyzed in the next sections. 
1 
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Table 5.1. Fresnel Zones size 
Zone number Circular FZ Square FZ 
 Radius (µm) Half size(µm) 
1 59.2 52.5 
2 83.8 74.2 
3 102.6 90.9 
4 118.5 105.0 
5 132.5 117.4 
6 145.1 128.6 
7 156.7 138.9 
8 167.5 148.5 
9 177.7 157.5 
10 187.3 166.0 
11 196.5 174.1 
12 205.2 181.8 
13 213.6 189.3 
14 221.6 196.4 
15 229.4 203.3 
16 236.9 210.0 
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V.4.4.- Fresnel Zone Plate Lens IR performances 
Once the limitation of the first Fresnel zone has been considered in 
the design, it is necessary to determine, the real focal distance of the FZPL 
taking into account the use of square spirals; and the focal gain obtained as 
a function of the number of Fresnel zones used in the design of the sub-mm 
wave square spiral antenna.  
In order to check its IR performances when square FZ are employed, 
seven different square antenna configurations were analyzed; all the even 
cases from 4 to 16 FZ. The study was carried out with Ansys-HFSS 
software [Ansys]. Note that no more than 16 Fresnel zones have been 
implemented in the design due to the resolution of the available 
photolithographic process in our laboratory, which is limited to 5 µm. With 
these constrains, it is difficult to fabricate the 18FZ-antenna because the 
gap in between the 16th FZ and the 18th FZ is close to 6 µm. 
An incident plane wave (negative z-axis propagation direction) has 
been used as an excitation. The analysis has been limited to linear 
polarization, so that, the incident plane wave has a linear polarization along 
the x-axis. Note that due to its symmetry the FZPL presents a similar 
behavior for both linear polarizations (x-axis and y-axis). Furthermore, in 
order to have enough simulation resources (memory requirements), only a 
thin region of the structure has been simulated, as it is depicted in Fig. 5.8 
(lower row). This region is a transversal cut, defined from the lens central 
axis (x-axis) to the external face (the final volume simulated is 400 µm x 5 
µm x 1000 µm). In this case, symmetry boundary conditions have been 
defined in both side faces. This approach is adequate to determine the 
properties of the structure as a lens. 
Fig. 5.8 (upper row) shows a comparison between the performances 
of the sub-mm wave antenna acting as lens implemented with ideal (i.e. 
circular) FZ and with square FZ operating at the IR frequency (12 µm). This 
Figure shows the propagation of the electric field magnitude through the Si 
substrate where the lens is implemented. In both cases, 16 FZs are used to 
form the sub-mm wave antenna. 
  











Fig. 5.8 Comparison of the magnitude of the electric field between (a) 
16 circular Fresnel zones and (b) 16 square Fresnel zones. Note that 
only half of the substrate is depicted in the upper row. In the lower row, 
a full view of each device is depicted The simulation slice is marked in 
blue. 
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The magnitude of the electric field focuses at 1000 µm for the case of 
circular Fresnel zones (Fig. 5.8a). On the other hand, square Fresnel zones 
(Fig. 5.8b) focus the electric field at a shorter distance. This result shows an 
important shifting of the focal distance due to the transformation from 






Fig. 5.9 (a) Amplitude distribution of the electric field within the 
silicon substrate. 0 µm corresponds with the sub-mm wave 
antenna position. λ=12 µm and (b) zoom around 800 µm. 
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Note that there is a small fraction of the electric field that is not 
focused by the FZPL, as it is clearly depicted in Fig. 5.8b and will be studied 
later on. Note that the value of this fraction decreases as the area of the 
FPZL increases. 
To analyze the displacement of the focal point and to obtain the focal 
distance for the square FZ, the maximum amplitude along the z-axis of the 
magnitude of the electric field within the silicon substrate for the different 
number of analyzed FZs is depicted in Fig. 5.9. Note that 0 µm position 
represents the point where the FZPL is located.  
As it is depicted in Fig. 5.9, it can be concluded that the maximum of 
the electric field using square Fresnel zones is concentrated around 800 µm 
instead of the ideally expected 1000 µm. This result clearly shows that the 
focal distance is affected by the shape of the FZs.  
On the other hand, if the number of FZ is increased, the magnitude of 
the electric field at the focus point is expected to be increased. For the sake 
of representation, the ratios between the magnitude of the electric field at 
the focal point for the cases with and without a FPZL are calculated (Gain 
Factor). This ratio is defined as follows;  
  




This Gain Factor at the bottom of the Si substrate (along the x axis for 
z=800 µm) for each analyzed square FZPL is shown in Fig. 5.19. Note that 
the same substrate volume (400 µm x 5 µm x 800 µm) has been used for 
each simulation. Excitation and boundary conditions (incident plane wave 
and symmetry boundary conditions) are the same as in the previous cases. 
The FZPL formed by 16 Fresnel zones exhibits the maximum Gain Factor 
which is close to 4.5 (the magnitude of the electric field obtained using the 
FZPL is 4.5 times higher than the case of no lens). For the sake of 
simplicity, only FZPLs made with 12, 14 and 16 FZs are depicted. 
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Fig. 5.10 Gain Factor value as function of the number of 
square Fresnel Zones along the x axis for z= 800 µm. 
Operational wavelength of 12 µm. 
 
Note that the small fraction of the electric field flowing at the edge of 
the Si substrate which was previously noticed (Fig. 5.8b) has no influence in 
the focalization gain, as seen in Fig. 5.10, i.e. the maximum value of the 
power is concentrated around 150 µm. 
Fig. 5.11 summarizes the maximum value of the Gain Factor for each 
FZ antenna analyzed. Furthermore, the maximum value of the theoretical 
Gain Factor for circular Fresnel Zones has also been depicted for 
comparison issues. For this analysis, the number of FZ has been extended 
from 4 FZ to 50 FZ. 
In this figure, it can be noted that the circular FZL theoretical Gain 
Factor (CFZ) is higher than the square FZ (SFZ) for all the cases. Note that 
both curves present a similar trend. It is important to remark that the focal 
distance for the SFL is 800 µm. This value, as the number of Fresnel zones 
increases, saturates to a constant value; i.e., 6.5 and 5.7 for CFZ and SFZ 
zones respectively. Note that its trend will depend on the focal distance 
[Minim2004].  
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Fig. 5.11 Gain Factor for each antenna at 800 µm. CFZ is 
calculated for Circular Fresnel Zones and SFZ for square 
Fresnel Zones. 
 
V.4.5.- Submillimeter wave antenna performances  
In the previous section, the study of the focal distance and the GF for 
the Fresnel Zone Plate Lens, working at 12 µm has been presented. In this 
section, the study of its performance as a sub-millimeter wave antenna, 
operating at 450 GHz, is described.  
For analyzing the sub-mm antenna radiation performances, a lumped 
port has been defined as excitation port (central square area in Fig. 5.12). 
This excitation models the diode that will be used as detector in the final 
implementation. Note that the size, W, and the input impedance, Zdiode, of 
the simulated diode are obtained from a commercial VDI diode [VDI] 
(Zdiode=15 Ω at 427 GHz, W=30 µm, and a total length of 150 µm).  
 































Fig. 5.12 (a) Sub-millimeter Wave Antenna (yellow) and 
detector diode (orange). Note that the spiral antenna depicted is 
made with 8 FZ. (b) Detail of the diode model. 
 
To simulate the model, symmetric boundary conditions have been 
defined in both side faces to replicate an infinite array [Ansys]. Furthermore, 
the top/bottom faces of the structure have been designated as radiation 
boundary condition. The size of the Si substrate is 500 µm x 500 µm x 800 
µm. 
In Fig. 5.13, the reflection coefficient (S11 parameter) of the square 
spiral antenna is depicted. The values for the 4-6FZ antennas have been 
not included due to their low GF value. The results show two antenna 
working bands, around 210 GHz and 427 GHz. 
W






Fig. 5.13 (a) S11 parameter of the sub-mm wave antennas 
working at 210GHz and (b) 427GHz 
 
The simulated S11 parameter is better than -5 dB from 424 GHz to 
430 GHz for most of the simulated sub-mm square spiral antennas. In the 
lower band, the scattering S11 parameter is better than -7 dB from 205 to 
215 GHz. 
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Finally, the directivity pattern of the square spiral antennas is shown 
in Fig. 5.14. Note that due to the fact that the sub-mm wave antenna is 
placed on a Si substrate, more power is trapped by the substrate than 
radiated to free space, and therefore, the back radiation is higher than the 
front one (see Theta=±180º versus 0º).  
 
 
Fig. 5.14 Directivity of the square antennas at 427 GHz. 
 
The maximum value of the directivity is obtained for the case of 16-FZ 
(the largest antenna analyzed in this frequency range) square spiral sub-
mm antenna, which has a value larger than 3 dBi.  
This FZ-spiral antenna is the unit cell of the final array. In order to 
check the coupling between the antennas in the array configuration, a study 
of this parameter has been performed. Fig. 5.15 shows the scheme used to 
characterize the coupling. Note that the substrate size is 1000 µm x 1000 
µm x 800 µm for each antenna under study.  
The study has been performed in using a 2x2 array, as it is shown in 
Fig. 5.15. 
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Fig. 5. 15. Scheme of the structure for the coupling study. In this case, a 
pair of 12-FZ antenna is represented. 
 
In this case, a simulation of the transmission parameter S21 (S31 for 
the second pair and S41 for the third pair) has been achieved for each pair of 
antennas (pairs (1,2), (1,3) and (1,4), see Fig. 5.15). The obtained results 
are depicted in Fig. 5.16. As it can be seen, the best case is obtained for 4-
FZ antenna (the separation between antennas is the highest). Furthermore, 
the S21 parameter is better than 25 dB for each case. Note that pairs (1,2)-
































































Fig. 5.16. Coupling study for each pair of antennas (a) coupling 
between antennas 1 and 2, pair (1,2), (b) coupling between 1 
and 3, pair (1,3) and (c) coupling between 1 and 4, pair (1,4) as 
it is descripted in Fig. 5.15. 
V.5.- Fabrication Process 
As it has been commented in Section V.4.2, a silicon wafer (thickness 
800 µm) was used as a substrate. Due to the size of the spiral antennas, a 
photolithography process has been followed for the manufacturing of the 
spirals [Jaeger2002]. A short description of this process is related below: 
First of all, the silicon wafer (Si) is cleaned using isopropyl alcohol 
(Fig. 5.17a). Secondly, the wafer is covered with a photoresist (PR) by spin 
coating. The photo resist-coated wafer is then prebaked to drive off the 
excess photoresist solvent (Fig. 5.17b). Thirdly, a photomask (PM) is 
allocated in the wafer. Note that the PM has the drawing of the spiral 
antenna and it has been specifically designed for be used in this process.  
After prebaking, the PR is exposed to a pattern of intense light (Fig. 
5.17c). The exposure to light causes a chemical change (cure process) that 
allows some of the PR to be removed by a special solution, called developer 
(Fig. 5.17d). Note that the chemical agent removes the PR zones cured by 
the light (the areas that were not protected by PM).  
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Next step is the sputtering process. Atoms of gold are launched to the 
PR-covered wafer (the PM has been removed) and they totally cover the 
area, as it is shown in Fig. 5.17e. Finally, the photoresist is no longer 
needed and it must be removed from the substrate. This process usually 
requires a liquid (resist stripper), which chemically alters the PR so that it no 
longer adheres to the substrate. Note that this process also eliminates the 
gold layer that covers the PR (see Fig. 5.17f). On the other hand, it can also 
eliminate some parts of the gold circuit.  
An example of the manufactured spiral antenna is depicted in Fig. 
5.18. Note that the design of an 8FZ-antenna has been used for the 
fabrication. This antenna has a minimum spacing (10 µm) between the arms 
of the spiral. As the resolution of the manufacturing process is 5 µm this 
antenna presents no problems to fabricate it.  
Note that for this dissertation, only the design, fabrication and 
measurement of the THz frequency range antenna has been presented 
because the IR range is out of the scope of this thesis. 
  






(a) (b) (c) 
  
 
(d) (e) (f) 




Fig. 5.18. Single Spiral manufactured using the process related. 
 
Table 5.2 shows the differences between the manufactured antennas 
and the simulated antennas. These deviations can have influence on the 
resonance frequency described in Section V.3.1 and a little shifting can 
appear in the measurement results. 
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Table 5.2. Comparative of Fresnel Zones size 
Zone number Manufactured Theoretical 
 (um)  (um) 
1 114 105 
2 164.7 148.4 
3 194.5 181.8 
4 232.9 210 
5 253.2 234.8 
6 282.1 257.2 
7 297.8 277.8 
8 326.4 297.0 
 
In order to measure the resonance of these spiral antennas, a 2x5 
array (2 rows, 5 columns) has been manufactured, following the same 
photolithography process described previously. A photo of the array is 
shown in Fig. 5.19 
 
 
Fig. 5.19. Photo of an array 2 x 5 of spiral antenna. 
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V.6.- Measurement Results 
Some measurements of the array shown in Fig. 5.19 were carried out 
using two characterization devices, a network analyzer (descripted in 
Chapter II) and the TPS Spectra 3000 (described in Chapter III). Also, in 
order to eliminate the influence of the manufacturing process, two different 
arrays were measured.  
 
V.6.1.- TPS Spectra 3000 results 
Firstly, a description of the measuring setup implemented is 
presented to illustrate the measurements performed in the laboratory. Fig. 
5.20a shows a silicon wafer that will be used as a reference. In this case, an 
incident THz pulse passes around the sample. A small fraction of the power 
of the pulse is reflected and it goes back to the emitter. The highest fraction 
of the power is transmitted and arrives to the detector. Note that the 
absorbed power is not depicted. 
In Fig. 5.20b, the same silicon wafer is turned. In this case, the 
reflected power is deviated due to the angle of incidence. The transmitted 
power, as in the previous case, arrives to the detector but it has a lower 
level than in case (a). 
On the other hand, the sample under test depicted in Fig. 5.20c is the 
array of spirals (they are represented in yellow). This case is very similar to 
the case (a). Most of the power is transmitted to the detector and a small 
fraction is reflected to the emitter. 
Finally, in Fig. 5.20d the sample is turned. In this case, there is also a 
re-radiated power (green power) due to the resonance of the spiral antenna 
Note that the transmitted power is even lower than the case of Fig. 5.20b, 
due to the re-radiation of the incident power.  
 
 






Fig. 5.20. Scheme of the measuring setup proposed 
 
Using the schemes illustrated in Fig. 5.20d, a minimum in the 
transmitted power is expected to be achieved. The obtained results are 
presented Fig. 5.21 and Fig. 5.22. In Fig. 5.21, the transmittance of the 
spiral array (setup configured as in Fig. 5.20c) is depicted. It is easy to 
corroborate that there is no peaks or valleys with this configuration. 
On the other hand, Fig. 5.22 shows the transmittance for the case of 
the rotated sample (see Fig. 5.20d). In this case is easy to observe a 
decrease in the transmittance value and also, some clear valleys appear at 
0.55 and 0.8 THz. 
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Fig. 5.21. Transmittance through the array using TPS Spectra 3000 
corresponding with the configuration descripted in Fig 5.20c 
 
Note that the graphs in Fig. 5.21 and Fig. 5.22 represent several 
measurements (represented with a dotted line). Furthermore, the ripple in 
those figures is due to the resonances in the substrate. To show the trend of 
the measurement, a fitting curve has been obtained for each one 
(represented with a solid line). These valleys (0.55 THz and 0.8 THz) 
appear at the frequencies where the incident power is re-radiated, as it is 
described in Fig 5.20d.  
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Fig. 5.22. Angular incident of the array using TPS Spectra 3000. The 
configuration it is descripted in Fig 5.20d 
V.6.2.- Network Analyzer results 
Once these results have been obtained using the TPS Spectra 3000, 
a similar measurement setup has been performed using the network 
analyzer (it has been described in Chapter II). In this case, the VNA 
extenders for the band 0.325-0.500 THz have been used to measure the 
devices.  
As in the case previously related, the arrays of spiral antenna have 
been characterized in transmission with an angular incident (θi) of the THz 
beam. A photo of the implemented setup is depicted in Fig. 5.23a, and a 
simplify scheme is also shown (Fig. 5.23b) 
The measures can be influenced by the distance between the VNA 
extender emitter and the sample (d1), the distance between the sample and 
the detector (d2) and the incident angle (θi). Both distances have influence 
in the standing wave which can appear between the extenders and the 
angle of incident modifies the level of the detected power, due to the gain of 
the spiral antennas.  
The measured magnitude is the S21 scattering parameter which has 
been descripted in Chapter II. It is expected that the incident power over the 
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spiral antennas will be re-radiated by the spiral antennas themselves. (Note 
that this power will be radiated as it is shown in the gain pattern (see 






Fig. 5.23. (a) Photo of the measuring system based on the network analyzer 
and (b) a simplify scheme of the setup 
 
 






Fig. 5.24. Transmitted power varying (a) the distance d1 and (b) the distance d2 
measured by the network analyzer 
 
In this Figure (Fig 5.24), a variation of both distances d1 and d2 is 
shown. In Fig. 5.24a, the distance d1 is varied (from 50 to 75 mm in steps of 
5 mm) and in Fig. 5.24b, d2 is the distance modified (in the range 30-45 mm 
and a step of 5 mm). Several graphs in both figures represent different 
measurement distances.  
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As it is depicted, it is possible to detect three zones of maximum 
transmission (360, 410 and 450 GHz). The spiral antennas resonate and 
radiate power. In order to test that these resonance frequencies are 
produced by the array, a simulation of the measurement setup using Ansys-
HFSS [Ansys] is presented. In this case, an angular incident plane wave 
has been used as an excitation. The transmitted power through the 
structure (S21 parameter) is represented in Fig. 5.25. Furthermore, in order 
to clarify that result, a smoothing (represented by a red line in Fig. 5.25) and 
a fitting curve have been obtained. 
 
 
Fig. 5.25. Simulation result of the transmitted power with angular incident 
 
It is possible to check that there are also three frequencies where the 
S21 is maximum, around 335, 420 and 470 GHz. These resonance 
frequencies are similar to the measured frequencies (360, 410 and 450 
GHz). The discrepancies come from the fabrication tolerances. 
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V.7.- Conclusions 
The design of a submillimeter wave antenna, operating at 427 GHz, 
which also acts as Fresnel Zone Plate Lens at IR frequencies (12 µm), has 
been presented. The sub-mm wave antenna resulted from a transformation 
of a Fresnel Zone Plate Lens. This device has been designed intended to 
be used as a front-end for imaging applications which requires THz-IR 
information. 
The influence of the number of FZ used to implement the 
submillimeter wave antenna on the IR power focalization has been studied 
for the case of linear polarization. As the number of FZ forming the sub-mm 
wave antenna increases, the gain factor also enlarges. A Gain Factor 
improvement of 4.5 times has been obtained with the implementation of 16 
FZs. Furthermore, the shifting of the focal point due to the square shape of 
Fresnel Zones used to implement the Fresnel Zone Plate Antenna has also 
been investigated.  
The antenna exhibits reasonable performances operating at sub-mm 
wave frequencies with a S11 parameter below -5dB (from 424 to 428 GHz) 
and a directivity of 3.6 dBi (f=427 GHz). Also, the coupling between the 
antennas is lower than 25 dB. 
Furthermore, some arrays 2x5 of spiral antennas have been 
manufactured using a photolithographic process. These arrays have been 
characterized for the band 0.060 - 1 THz. Note that the obtained results in 





FUTURE RESEARCH LINES  
 
 
This chapter relates the conclusions of this dissertation and the future 
research lines.  
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VI.1.-Conclusions 
In this thesis, the capabilities of the THz radiation to detect and 
identify several materials have been presented. Very interesting compounds 
(such as explosives) have been characterized by the implemented systems. 
Furthermore, a THz-IR front-end based on Fresnel Theory has been 
designed and manufactured. 
In Chapter II, a THz imaging system based on a network analyzer has 
been implemented, in order to obtain THz active images, in 
transmission/reflection configuration for this dissertation. This system allows 
measuring the magnitude and/or the phase in frequency and time domain.  
This system is able to measure from 0.090 THz to 0.500 THz with a 
resolution of 1 mm (f=0.220 THz). The maximum size of the image is 500 
mm x 700 mm with a minimum dynamic range of 95 dB and sensitivity 
better than -105 dB for the overall bandwidth. 
The implemented characterization systems descripted in Chapter III 
have demonstrated the capabilities of the THz radiation to identify unwanted 
or dangerous objects inside the sample under test, by the use of a non-
invasive, non-destructive and non-ionizing radiation. 
As a reference for the implemented systems, a TPS Spectra 3000 has 
been used. This system (a THz-TDS) measures in the 0.060 - 3.5 THz 
frequency band. Typically, it is used for small samples (composed by one 
material), powder samples or liquid samples. Secondly, a measuring system 
based on a network analyzer has been implemented for the band 0.090 - 
0.500 THz. This system obtains the refractive index and the permittivity of 
the sample by measuring the scattering parameters. This system 
characterizes thick samples, typically in reflection configuration. Finally, a 
null-ellipsometry system has been implemented to measure the refractive 
index at 1 THz. It is based on the TPS Spectra 3000 but it can measure thin 
or thick samples in a reflection scheme.  
The identification of the energetic materials or explosives is a very 
important topic for counterterrorist fight. This thesis has characterized 
explosives before and, for the first time, after the detonation. They have 
been characterized using the TPS Spectra 3000 and the ellipsometry 
system, by its absorbance and its refractive index. The obtained absorbance 
spectrum allows identifying these compounds even after the detonation 
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(using the THz-TDS system). Thus, these results provide new possibilities 
for explosive identification to security forces to fight against terrorist actions. 
Furthermore, the measured refractive index shows that both systems, THz-
TDS and ellipsometry system can be used for the characterization as they 
provide similar results. Note that they have different requirements about the 
measurement (sample size or bandwidth).  
In Chapter IV; in order to illustrate the capabilities of those systems, 
applications for agriculture and food industry have been commented. THz 
radiation has demonstrated that a sensor based on this technology can 
determine the water content evolution of a leaf, using reflected power. 
Furthermore, THz images can detect unwanted object in a quality control 
system. In addition to these results, a study of the influence of the 
manufacturing process and the additives in the absorbance spectrum of 
several explosives has been presented.   
Finally, as it has been presented in Chapter V in this dissertation, a 
new dual-band device that works at THz frequencies and at IR range has 
been designed. This detector combines the measurements in the THz (at 
427 GHz) and the IR region (25 THz), to save measuring time and also to 
join the applications of both domains.  
The use of Fresnel theory in this device allows obtaining a Gain 
Factor of 4.5 times, for an antenna made with 16 FZ. Note that this value 
has been obtained working in the IR range (25 THz). Furthermore, this 
antenna presents a S11 parameter better than -5 dB and a directivity of 3.6 
dB at 427 GHz.  
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VI.2.-Future research lines 
In Chapter III, a null-ellipsometry system working at 1 THz has been 
presented. This system is able to characterize the sample under test by its 
refractive index, using the change in the polarization state and the incident 
angle. The natural prolongation of this work is to design a vary-incident 
angle ellipsometry system. That evolution allows to measure samples with 
different size/diameter. Furthermore, the development of an in-house tool 
for an automatic measuring of the polarization state will generate an 
improvement in the quality of the results.  
In order to generate a final broadband characterization system, the 
ellipsometry system can be improved to measure in the overall bandwidth, 
not at only one single frequency (spectroscopic ellipsometry). This 
bandwidth expansion allows a better comparison between THz-TDS and the 
ellipsometry system. Also, if the sample under test is composed by several 
layers, the thickness of each layer, and its refractive index could be 
obtained. 
Chapter IV has shown some applications of the THz waves. In this 
case, the post processing of the images appears as a promising field for 
quality control systems. Also, filling the actual THz databases, as it has 
been shown with the explosives, is a very important topic. For instance, 
some results have actually been obtained in the Antenna Group measuring 
some drugs and medicines. 
In Chapter V, a dual band detector has been designed. In this case, 
due to the scope of this thesis, the IR detector has been not taken into 
account. The next step consists on introducing the IR detector and also the 
sub-millimeter wave detector in order to obtain the final device. 




ABSORBANCE OF THE 
EXPLOSIVES 
 
For the sake of simplicity, only one absorbance for each explosive 
has been presented in Chapter III. Thus, the rest of the figures achieved are 
depicted below. 
  
166 New Developments in THz Field for Imaging Applications 
  
 
Fig. A.1. Absorbance the Gun Explosive 
 
 
Fig. A.2. Absorbance of the PETN 
 





















































Fig. A.3. Absorbance of the Mine Gunpowder 
 
 
Fig. A.4. Absorbance of the TNT 
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Fig. A.5. Absorbance of the RDX 
 
As can be seen in all figures, the trend of the samples is very similar 
in each type of explosive. Also, the peaks related in Section III.4.1.2 are 
placed at the same resonance frequencies. 
Note that the values for sample 3 in each case are different from the 
other samples. It is important to remark the fabrication process. First of all, 
300 mg of sample and 750 mg of PE are weighted and mixed. Then, 350 
mg of the mix sample+PE are used for the first pellet (Sample 1). This 
process is done another time to obtain the second pellet (Sample 2). Finally, 
the rest of the mix sample+PE generates the last pellet (Sample 3).  
This process has been following in order to obtain two pellets with a 
weight of 350 mg each one. The last pellet weights less than 350 mg, due to 
the losses during the manufacturing process. These losses are related with 
the differences shown in this Appendix.  
On the other hand, although the levels are quite different, the 
resonance peaks are placed at the same frequencies. Thus, the 
manufacturing process of the pellet does not affect to the characterization 
study. 
































An extended study of the frequency influence in the water control 
evolution for an agriculture application is presented in this Appendix.  
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B.1.- Introduction 
In Section IV.II, an agriculture application of the THz radiation at 
f=0.215 THz is shown. In this appendix, an extended study focused on the 
frequency influence is presented. To obtain the results presented in Section 
IV.II, 401 images using both configurations (transmission and reflection) 
have been achieved. Instead of analyze all frequencies; three 
representative frequencies have been evaluated: the lower frequency (0.140 
THz), a resonance frequency of water (0.180 THz) and the highest 
frequency of the range (0.220 THz).  
These frequencies have been selected due to some characteristics: it 
is expected that the water content of the sample will be easily detected in a 
characteristic frequency (resonance frequency) of water. Also, the resolution 
has been determined as a critical parameter for an imaging system. Thus, 
f=0.220 THz provides the best resolution of that frequency range. Finally, 
the lower frequency (f=0.140 THz) has been studied to cover the available 
bandwidth and to study the obtained results with a lower resolution.  
 B.2.- Analysis of the results 
The measurement procedure has been realized as it is descripted in 
Section IV.II. In this section, only transmission images are depicted. As can 
be seen, in all the analyzed frequencies the same trend is detected. The 
first day (t0, upper row in Fig. B.1, Fig. B.2 and Fig. B.3), the leaf presents 
zones with low transmission level. These zones are related with the areas of 
the leaf which accumulate water (veins and leaf stack). Also, it is possible to 
detect that the level of transmitted power through these zones grows during 
the second and the third day.  
For each frequency analyzed, the detected power increases its value 
each 24 hours, as it is summarized in Table B.1, Table B.2 and Table B.3. It 
is remarkably that, in the three cases, the average transmitted power has 
been duplicated, as it can be also concluded from Table 4.1 (f=0.215 THz). 
For each frequency, that power is increased in lineal way while, as it is 



























Note that in Fig B.3 it is possible to identify some parts of the leaf (leaf 
veins and leaf stack) while in Fig B.1 it is not as clear that in this case, due 
to the lower resolution achieved at this frequency (Section II.2.1).  
 








Fig. B.1. (a) THz image in transmission of the first day, t0 (b) THz image 24 
hours later, t0+24 hours. (c)THz image 48 hours after the day of cutting, t0+48 
hours obtained at f=0.140 THz 
 
 











































































































Fig. B.2. (a) THz image in transmission of the first day, t0 (b) THz image 24 
hours later, t0+24 hours. (c)THz image 48 hours after the day of cutting, t0+48 
hours obtained at f=0.180 THz 
 











































































































Fig. B.3. (a) THz image in transmission of the first day, t0 (b) THz image 24 
hours later, t0+24 hours. (c)THz image 48 hours after the day of cutting, t0+48 
hours obtained at f=0.220 THz 
 





































































































Note that Table B.2 presents higher values than the other cases. This 
difference is due to the resonance of the water. (This frequency, f=0.180 
THz was selected because the water spectrum presents a resonance peak). 
In order to clarify the imaging results, a single point analysis has been 
realized, as it is described in Section IV.2.2. Selected points are display in 
Fig. 4.4 and summarized in Table B.4, Table B.5 and Table B.6. 
 
Table B.4. S21 parameter (dB) achieved during the first day (t0) 
Position f = 0.140 THz f = 0.180 THz f = 0.220 THz 
 (dB) (dB) (dB) 
Leaf Border -4.631 -4.786 -4.69 
Leaf Stack -8.285 -10.258 -12.032 
Control -0.8471 -0.865 -1.241 
 
Table B.5. S21 parameter (dB) achieved during the second day (t0+24 hours) 
Position f = 0.140 THz f = 0.180 THz f = 0.220 THz 
 (dB) (dB) (dB) 
Leaf Border -2.353 -2.932 -2.931 
Leaf Stack -5.640 -7.080 -9.790 
Control -0.883 -0.900 -1.146 
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Table B.6. S21 parameter (dB) achieved during the third day (t0+48 hours) 
Position f = 0.140 THz f = 0.180 THz f = 0.220 THz 
 (dB) (dB) (dB) 
Leaf Border -1.152 -1.444 -1.790 
Leaf Stack -4.200 -6.380 -8.075 
Control -0.874 -0.923 -1.110 
 
In both sample points (leaf border and leaf stack) for all the analyzed 
frequencies (0.140, 0.180 and 0.220 THz) a increase in the transmitted 
power is obtained. The evolution of this trend is represented in Fig. B.4 (leaf 
border) and Fig. B.5 (leaf stack). Furthermore, the level of control point 
remains constant for each frequency. Note that each frequency graph has 
been referenced to its control value. 
 
 
Fig. B.4. Water evolution of the transmitted signal in the leaf stack for the 
selected frequencies. 
 






























In Fig B.4 it is possible to analyze the evolution of the transmitted 
signal in the leaf stack. Note that Fig 4.6 shows the evolution of that point at 
f =0.215 THz. Taking into account both figures, it can be concluded that the 
water content evolution measured at the leaf stack presents a similar trend 
for all the studied frequencies although there are some differences in the 
first value achieved. (f=0.140 THz, S21(t=0)=-9.1 dB; f=0.180 THz, 
S21(t=0)=-11.1 dB; f=0.215 THz, S21(t=0)=-14 dB; f=0.220 THz, S21(t=0)=-13 
dB). As in the previous case, each frequency curve is referenced to its 
control value. 
The detected power tends to the control point value (value of 
reference) in each case and after 48 hours of study, this increment is 
around 4 dB at each operational frequency. 
 
 
Fig. B.5. Water evolution of the reflected signal in the leaf border for the 
selected frequencies. 
 
As in the previous case, the evolution of the transmitted signal 
measured in the leaf border is depicted in Fig B.5. Note that the evolution of 
the leaf border at f=0.215 THz is illustrate in Fig. 4.6. Comparing both 
figures, the detected signal for each frequency also presents a very similar 
trend. 
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After two days (48 hours), the detected power in the leaf border tends 
to the control value, as the water content level in this part is much lower. As 
in the case of the leaf stack, there are small discrepancies in the first point 
achieved (at f=0.215 THz is -6.5 dB while for the other frequencies is -6 dB).  
 
B.3.- Conclusions 
Taking these results into account, it can be concluded that the water 
content evolution of a leaf presents a similar trend in the range of 0.140-
0.220 THz, as the study of three representative frequencies, 0.140 THz, 
0.180 THz and 0.220 THz has been demonstrated.  
Thus, the frequency selected for the analysis in Section IV.II (f=0.215 
THz) allows to study this trend. Furthermore, this frequency presents a 
higher resolution (see Section II.2.1, Eq. (2.2)), as it has been demonstrated 
in the images shown in this Appendix. 
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